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 Onsite drinking water. All HFO-owned Hanford Site systems complied with DWSs. In CY 2025, one 
drinking water system on the Hanford Site (300 Area) completed a piping upgrade project that 
eliminated the need for water treatment, resulting in closure of the Group A water system operating 
permit. In addition, in January 2025, the 100 K water treatment plant was permanently shut down. In 
CY 2025, the 200 West drinking water system at the Hanford Site conducted quarterly sampling 
directed by the EPA’s PFAS sampling requirements. Three PFAS samples were taken in the 400 Area 
drinking water system; all samples collected for this effort showed non-detect results for PFAS.  

 Columbia River surface water. In CY 2025, Columbia River water samples were continuously 
collected at two fixed sample locations, one upriver from the Hanford Site at the Priest Rapids Dam and 
one downriver at the Richland pump house intake. Additionally, cross-river transect water samples 
were collected from six locations, including upriver, downriver and within the Hanford Reach of the 
Columbia River. Tritium and isotopes of uranium were the only radionuclides detected in these 
samples. The highest concentrations of tritium (29.0 pCi/L), uranium-233/234 (0.45 pCi/L), and 
uranium-238 (0.37 pCi/L) were in water samples collected at the Richland pump house intake and 
transect samples located at the Richland pump house. Strontium-90 was not detected in any of the 
transect or fixed locations. Uranium concentrations in all transect samples were below the EPA DWS of 
30 µg/L (approximately 20 pCi/L). 

 Columbia River sediment. During CY 2025, radionuclide sediment sample results collected from 
upstream (Priest Rapids Dam), downstream (McNary Dam), and throughout the Hanford Reach 
detected cesium-137, uranium-233/234, uranium-235, and uranium-238. Concentrations of all other 
radionuclides of concern were below the required minimum detectable activity, except for a single 
detection of carbon-14 (1.26 pCi/g) in a sediment sample collected at the 100 K Area Spring 63-1 and 
europium-152 (0.23 pCi/g) and plutonium-239/240 (0.001pCi/g) in sediment at the Hanford Slough.  

 Columbia River shoreline seep water. In CY 2025, 13 seep sample locations along the Columbia 
River were sampled. Strontium-90 was detected in five samples with the highest concentration 
measured in the sample collected at the 100-N Spring 89-1 (48.1 pCi/L). Carbon-14 was detected at 
the 100 K Area Spring 63-1 at a concentration of 350 pCi/L). The highest concentrations of uranium 
isotopes were measured in the sample collected from the 300 Area Spring DR 42-2. The maximum 
tritium result (8,550 pC/L) was detected at the Hanford Spring 28-2 location. 

 West Lake water and sediment. In CY 2025, samples of sediment and pond water collected from 
West Lake located on the Hanford Site were analyzed for radionuclides of concern. Cesium-137, 
strontium-90, and isotopes of uranium were detected in sediment samples and consistent with historical 
results. Technetium-99 and elevated concentrations of uranium-233/234, uranium-235, and uranium-238 
were detected in water samples but are within the range of historical results for West Lake.  

 Offsite irrigation water. In CY 2025, tritium was the only Hanford-related groundwater radionuclide 
detected in irrigation water samples. Concentrations were very low, ranging from 
11.8 pCi/L to 35.8 pCi/L. These concentrations were similar to those measured at the Columbia River 
Richland pump house’s fixed-station location in CY 2025 and historical concentrations reported in the 
fixed-station location at the Priest Rapids Dam.  

 Effluent releases. During CY 2025, liquid effluents discharged to the Columbia River were compliant 
with permit limits, as were the TEDF-discharged effluents to the ground.  

6.0 WATER MONITORING 
This section discusses monitoring of drinking water systems; Columbia River, Hanford Site, and 
other surface water systems; Columbia River sediment and shoreline seep water; pond water 
and sediment; offsite irrigation water; and liquid effluent. 
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6.1 DRINKING WATER SYSTEMS 

Four HFO-owned, contractor-operated public water systems supply drinking water to HFO 
facilities on the Hanford Site (Table 6-1). HMIS operates one of the public water systems, 
CPCCo operates two systems, and PNNL operates one system. The City of Richland supplies 
water to the 300 Area, the Richland North Area, and the HAMMER facility.  

Table 6-1. Drinking Water Systems. 

Public Water System Water Source Operator Water System 
Group Type 

100 K Area(a) Columbia River CPCCo Group A 
200 West Area Columbia River HMIS Group A 
300 Area(b) City of Richland (Columbia River and Wells) PNNL Group A 
400 Area 400 Area Groundwater Wells CPCCo Group A 
(a) Samples were collected from the 100 K Area water treatment plant in January 2025, then the plant was permanently shut down in the same 
month. 
(b) The 300 Area water system operated from January through May 5, 2025, when the Group A operating permit was closed. 
CPCCo =  Central Plateau Cleanup Company. 
PNNL  = Pacific Northwest National Laboratory. 

HMIS =  Hanford Mission Integration Solutions, LLC. 

6.1.1 Drinking Water Treatment Facilities 

Source water is treated at four HFO-owned water treatment facilities (Figure 6-1). All facilities 
treat the water with chlorine to establish adequate disinfection prior to distribution.  
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200E = 200 East Area. 
200W = 200 West Area. 
ERDF = Environmental Restoration Disposal Facility. 

HAMMER = Volpentest Hazardous Materials Management and 
Emergency Response (facility). 

LIGO = Laser Interferometer Gravitational Wave Laboratory. 
Figure 6-1. Drinking Water Treatment Facilities. 
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The Columbia River was the source of supply water for the 100 K and 200 West Area facilities. 
The 100 K Area water treatment plant (Building 189-K) employed membrane filtration, a 
pressure-driven process, and coagulation to remove particulate matter and microbial pathogens 
from the water. In January 2025, the 100 K water treatment plant was permanently shut down. 

The 200 West water treatment plant (Building 283W) used conventional filtration treatment, 
which is a series of processes, including coagulation, flocculation, sedimentation, and filtration 
that, together, achieve substantial particulate removal.  

In December 2025, the new membrane water treatment plant (Building 283WR) in the 200 West 
Area was commissioned and began serving water to the grid. This plant is a significant upgrade 
over the old sand filtration plant and will allow for much more optimized and efficient operations. 
The old water treatment plant will be decommissioned by the end of CY 2026. 

The City of Richland supplied water to the 300 Area booster pumping station, where sodium 
hypochlorite was added prior to distribution to 300 Area consumers. In May 2025, a piping 
upgrade project of the 300 Area water system was completed. It eliminated the need to treat the 
water with chlorine, and the 300 Area Group A water system operating permit was closed.  

The 400 Area source of supply was groundwater provided from one of three HFO-owned wells.  

In October 2022, the primary source of drinking water, well 499-S1-8J (P-16), lost power, 
making backup well 499-S0-07 (P 15) the source of 400 Area drinking water in CY 2025. 
In 2025, drinking water well 499-S1-8J (P-16) returned to service; however, 499-S0-07 (P-15) 
remained the primary source of drinking water. Emergency backup well 499-S0-8 (P-14) did not 
supply water to 400 Area consumers during the reporting period. 

6.1.2 Monitoring 

In CY 2025, individual water systems operated by HMIS, CPCCo, and PNNL (Table 6-1) 
performed monitoring (including chemical, physical, and microbiological sampling) at the water 
treatment plants and distribution systems to determine compliance with applicable regulations. 

WAC 246-290, “Group A Public Water Supplies,” requires that all drinking water analytical 
results be reported routinely to the WDOH. Radiological results for Hanford Site drinking water 
samples are reported to the state through this annual environmental report. Chemical, physical, 
and microbiological data are reported to the state directly by the state-accredited laboratory 
performing the analyses. Chemical, physical, and microbiological analytical results are available 
online via the WDOH Sentry System. Radiological analytical results are summarized below. 

Based on sampling activities submitted to the WDOH during CY 2025, all HFO-owned Hanford 
Site drinking water systems complied with DWSs for radiological, chemical, physical, and 
microbiological contaminant levels. Contaminant concentrations measured during the year were 
similar to those observed in recent years, as described in DOE/RL-2024-10, Hanford Site 
Annual Site Environmental Report for Calendar Year 2023, and DOE/HFO-2025-12, Hanford 
Annual Site Environmental Report for Calendar Year 2024. 

Samples at the 100 K, 200 West, and 400 Areas drinking water treatment facilities were 
collected monthly and analyzed quarterly or annually for radiological contaminants, unless 
otherwise noted in Table 6-2. All were samples of treated water collected before the water was 
distributed for general use. HFO contractor personnel are not required to routinely monitor 
drinking water for radiological contaminants in the 300 Area, Richland North Area, and the 
HAMMER facility; however, HMIS Environmental Monitoring personnel routinely collect water 

https://fortress.wa.gov/doh/eh/portal/odw/si/Intro.aspx
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samples from the Columbia River at the City of Richland river water intake. The Columbia River 
is the major source of the City of Richland’s drinking water. The radiological analytical results for 
these river water samples are summarized in this section and are tabulated in Appendix E.  

Table 6-2. Drinking Water Annual Average 
Concentrations of Selected Radiological Constituents.  

Constituent System Frequency Sample 
From: 

Samples 
Analyzed at 

Each 
Location 

Annual Average (pCi/L)(a), (b) Standard 

Gross alpha 100 K Area(c) Quarterly Tap 1(d) 0.69 ± 1.1 15(e), (f) 
200 West Area Quarterly Tap 4(d) 1.0 ± 0.91 
400 Area(g) Quarterly Tap 4(d) 1.2 ± 1.9 

Gross beta  100 K Area(c) Q Comp Tap 1(d) 1.4 ± 1.8 50(f) 
200 West Area Q Comp(h) Tap 4(d) 2.2 ± 1.3 
400 Area(g) Q Comp(h) Tap 4 9.8 ± 2.3 

Tritium 100 K Area(c) A Comp Tap 1(d), (i) -18 ± 330 20,000(f) 
200 West Area A Comp(i) Tap 1(d) -69 ± 130 
400 Area(g) Quarterly Tap 4 2600 ± 1300 

Strontium-90 100 K Area(c) A Comp Tap 1(d), (i) -0.06 ± 0.78 8(e), (f) 
200 West Area A Comp(j) Tap 1(d) 0.85 ± 0.95 
400 Area(g) A Comp(j) Tap 1(d) -0.10 ± 0.91 

(a) Annual average is ± 2 times the standard deviation, unless only one sample analyzed, in which case, it is the single result ± total 
propagated analytical error. 
(b) Multiply pCi/L by 0.037 to convert to Bq/L. 
(c) The 100 K Area water treatment plant was permanently shut down in January 2025, resulting in incomplete quarter and annual composites 
for that year, only a grab sample collected in January 2025 was used for analysis. 
(d) Analytical results are below the minimum detectable concentration. 
(e) WAC 246-290, “Group A Public Water Supplies,” Washington Administrative Code, as amended. 
(f) 40 CFR 141, “National Primary Drinking Water Regulations,” Code of Federal Regulations, as amended. 
(g) The 400 Area source of drinking water in 2025 consisted of backup well 499-S0-7 (P-15). 
(h) Samples were collected monthly and composited quarterly for analyses. 
(i) Estimated value, analytical holding times missed; refer to footnote (c).  
(j) Samples were collected quarterly and composited annually for analyses. 

The City of Richland monitors its water for radiological and chemical contaminants and for 
general water quality. Because it is a community water system, city officials are required to 
annually report monitoring results and characterize risks from exposure to contaminants in the 
water in a Consumer Confidence Report. The annual water quality report is available here.  

6.1.3 Radiological Results 

Scientists conducted radiological monitoring of drinking water at three HFO-owned water 
treatment facilities. In CY 2025, PNNL Environmental Sampling personnel collected drinking 
water samples for radiological analysis, which were analyzed for gross alpha, gross beta, 
tritium, and strontium-90 (Table 6-2). The maximum allowable amount of beta-gamma radiation 
from manmade radionuclides in drinking water, as set by Washington State and the EPA, is the 
annual average concentration that keeps the whole-body or organ dose below 4 mrem per year. 
Maximum contaminant levels for gross alpha (excluding radon and uranium) are 15 pCi/L. The 
maximum allowable annual average limit for tritium is 20,000 pCi/L (40 CFR 141 and 
WAC 246290). These concentrations are assumed to produce a total body or organ dose of 

https://www.richlandwa.gov/departments/public-works/water-utility
http://www.ecfr.gov/cgi-bin/text-idx?tpl=/ecfrbrowse/Title40/40cfr141_main_02.tpl
http://apps.leg.wa.gov/wac/default.aspx?cite=246-290
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4 mrem. If two or more radionuclides are present, their combined annual dose to the whole body 
or any internal organ must not exceed 4 mrem. 

In CY 2025, annual average concentrations of all monitored radionuclides in Hanford Site 
drinking water were below state and federal maximum allowable contaminant levels (Table 6-2). 
All gross alpha and gross beta results from the two facilities (100 K Area and 200 West Area) 
where drinking water was obtained from the Columbia River were below minimum detectable 
concentration, as was the tritium and strontium-90 annual composite results. 

The 400 Area source of drinking water was backup well P-15. All gross alpha 400 Area water 
supply samples were below minimum detectable concentrations, and gross beta and tritium 
were found in all water samples. Strontium-90 was not detected in 400 Area water supply 
samples. In October 2022, the primary source of drinking water, well 499-S1-8J (P-16), lost 
power, making backup well 499-S0-07 (P-15) the source of 400 Area drinking water in CY 2025. 
In 2025, drinking water well P-16 returned to service; however, well P-15 remains the primary 
source of drinking water. Emergency backup well 499-S0-8 (P-14) did not supply water to 400 
Area consumers during the reporting period. 

The federal and state annual average DWS for tritium is 20,000-pCi/L. In CY 2025, the CPCCo 
Soil and Groundwater Remediation Project personnel collected raw (untreated) water samples 
from two of the three 400 Area drinking water wells (P-16 and P-15) and analyzed for tritium 
(Table 6-3; Figure 6-2). A tritium plume originating in the 200 East Area and extending under 
the 400 Area has historically affected tritium concentrations in all the 400 Area drinking water 
wells (Figure 6-2).  

Table 6-3. Tritium Concentrations in 400 Area Drinking Water Wells. 

Sampling Date Primary Drinking 
Water Well P-16; pCi/L(a) 

Backup Drinking 
Water Well P-14; pCi/L 

Backup Drinking 
Water Well P-15; pCi/L(a,) (b), (c) 

December 18, 2025 36 ± 120  No sample 4,900 ± 1,100 
(a) Well P-16 was not the primary 400 Area water source in calendar year 2025; backup well P-15 was the primary 400 Area water source for 
the December 18, 2025, sample.  
(b) Multiply pCi/L by 0.037 to convert to Bq/L. 
(c) Reported concentration ±2 total propagated analytical error.  
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Note: Multiply pCi/L by 0.037 to convert to Bq/L. 

Figure 6-2. 400 Area Tritium Concentrations in Drinking Water (2020-2025). 

6.2 COLUMBIA RIVER SURFACE WATER 

The Hanford Site surface water surveillance program requires collection of continuous Columbia 
River water samples at one upriver and one down river location, performs periodic sampling of 
Columbia River water along transects, samples groundwater seeps discharging at the shoreline 
of the Columbia River, samples Columbia River sediment, collects pond water and sediment at 
West Lake, and samples irrigation water at three offsite locations and from locations along the 
Hanford Reach. Table 6-4 summarizes the sampling locations, types, frequencies, and sample 
analyses included in surface water monitoring for the Columbia River, in addition to those for 
one onsite pond and three offsite irrigation locations. The samples were analyzed to determine 
concentrations of radiological and chemical contaminants in the aquatic environment attributed 
to the Hanford Site. Figure 6-3 provides the offsite locations and Hanford Site locations that 
were sampled in CY 2025. 
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Table 6-4. Surface Water Surveillance.  

Location Sample Type Frequency Analyses 
Columbia River – Radiological 

Priest Rapids Dam and 
Richland Pump House 

Cumulative M Comp(a) 90Sr, 99Tc, low tritium(b), U-iso(c) 
Particulate (filter) M Cont(d) Gamma energy analyses, Pu-iso(e) 
Soluble (resin) M Cont(d) Gamma energy analyses, Pu-iso(e) 

Vernita Bridge Grab (transects) Semi-annual 90Sr, 99Tc, gamma energy analyses, low tritium(b), 
Pu-iso(e), U-iso(c)  

Richland Grab (transects) Semi-annual 90Sr, 99Tc, gamma energy analyses, low tritium(b), 
Pu-iso(e), U-iso(c) 

100 H, 100 N, 300 Areas and 
Hanford Townsite 

Grab (transects) Annually 90Sr, 236U (300 Areas only), gamma energy analyses, low 
tritium(b), U-iso(c) 

Columbia River – Inorganics and Organics 
Priest Rapids Dam and 
Richland Pump House 

Grab Quarterly Anions 

Vernita Bridge Grab (transects) Semi-annual Volatile organic compounds, anions, mercury, metals 
(filtered and unfiltered for mercury and metals)  

Richland  Grab (transects) Semi-annual Volatile organic compounds, anions, mercury, metals 
(filtered and unfiltered for mercury and metals)  

100 H, 100 N, 300 Area and 
Hanford Townsite 

Grab (transects) Annually Anions, metals (filtered and unfiltered), volatile organic 
compounds (300 Area only) 

Onsite Pond (West Lake) – Radiological 
West Lake Water Grab March, May 99Tc, U-iso(c), 90Sr, tritium 

Offsite Irrigation Water – Radiological 
Riverview Irrigation Canal Grab 3/yr 90Sr, alpha, beta, gamma energy analyses, low tritium(b) 
Horn Rapids Battelle Sports 
Complex 

Grab 3/yr 90Sr, alpha, beta, gamma energy analyses, low tritium(b) 

Sagemoor Irrigation Canal Grab 3/yr 90Sr, alpha, beta, gamma energy analyses, low tritium(b) 
(a) M Comp indicates river water was collected at set intervals and composited monthly for analyses. 
(b) Low tritium = Low-level tritium analysis (10 pCi/L detection limit). 
(c) Includes 234U, 235U, and 238U. 
(d) M Cont = River water was sampled for 2 weeks by continuous flow through a filter and resin column; samples were composited monthly for 
analyses. 
(e) Includes 238Pu and 239/240Pu. 
Comp  =  composite. 
Cont  = continuous. 
M = monthly. 

Pu-iso = isotopic plutonium. 
U-iso = isotopic uranium. 
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ERDF = Environmental Restoration Disposal Facility. 
ENW = Energy Northwest. 
HAMMER = Volpentest Hazardous Materials Management and Emergency Response (facility). 
LIGO = Laser Interferometer Gravitational Wave Laboratory. 

Figure 6-3. Surface Water Sampling Locations. 
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The Columbia River is one of the largest rivers in the U.S. in terms of total flow, and it is the 
dominant surface water body on the Hanford Site. The river flows through the northern portion 
of the Hanford Site and forms part of the eastern boundary of the site. The river is used as a 
source of drinking water for Hanford Site facilities and communities downstream of the site. The 
water removed from the river immediately downstream of the Hanford Site is used to irrigate a 
small portion of agricultural crops in Benton and Franklin Counties; however, most of the 
irrigation water used by Franklin County residents originates from Grand Coulee Dam (north of 
the Hanford Site) and is provided through its extensive water delivery systems (i.e., canals), 
while Benton County also relies heavily on the Yakima River for irrigation purposes. In addition, 
the Columbia River and the Hanford Reach are used for a variety of recreational activities, 
including hunting, fishing, boating, waterskiing, and swimming. 

Originating in the Rocky Mountains of eastern British Columbia, the Columbia River and its 
tributaries drain an area of approximately 260,000 mi2 before discharging to the Pacific Ocean. 
Three dams in Canada and 11 dams in the U.S. regulate the flow of the river; four of these dams 
are downstream of the Hanford Site. Priest Rapids Dam is the nearest upstream dam, and 
McNary Dam is the nearest downstream dam in relation to Hanford Site activities. 

The Hanford Reach extends from Priest Rapids Dam downstream to the head of Lake Wallula, 
created by McNary Dam. The Hanford Reach is the last free-flowing stretch of the Columbia 
River in the U.S. that is not also part of a tidal estuary. River flow through the Hanford Reach is 
controlled primarily by operations at upstream dams, which, over the course of the year, cause 
water levels to fluctuate significantly. Figure 6-4 shows the maximum, average, and minimum 
flow rates of the Columbia River at the Priest Rapids Dam. The annual average flow of the 
Columbia River downstream of the Priest Rapids Dam was approximately 94,920 ft3 /sec, below 
the most recent 10-year average annual flow rate of 110,648 ft3/sec (Columbia Basin Research, 
Columbia River Dart (Data Access in Real Time)). The highest monthly average flow rate 
occurred during June 2025 (122,831 ft3/sec; Figure 6-4). The lowest monthly average flow rate 
occurred during September 2025 (59,488 ft3/sec) based on mean daily flows. In CY 2025, daily 
average flow rates varied from 38,208 ft3 to 155,490 ft3/sec.  

http://wdr.water.usgs.gov/wy2013/pdfs/12472800.2013.pdf
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Figure 6-4. Calendar Year 2025 Columbia River Flow Rates at Priest Rapids Dam. 

Because of fluctuation in discharges, the depth of the river varies significantly over time. The 
river stage (i.e., river water surface elevation) may change along the Hanford Reach by up to 
10 ft within a few hours. Seasonal changes of approximately the same magnitude are also 
observed. River-stage fluctuations measured at the 300 Area are approximately one-half the 
magnitude of those measured near the 100 Area because of the effect of the pool behind the 
McNary Dam and the relative distance of each area from the Priest Rapids Dam. The width of 
the river varies from approximately 980 to 3,300 ft as it passes through the Hanford Site. 

Pollutants from multiple sources are present in the Columbia River as they pass through the 
Hanford Reach. These sources include upstream industry, atmospheric fallout that collect in the 
river’s drainage basin, runoff from agricultural operations, and discharge from aquifers on either 
side of the river. Hanford Site pollutants, both radiological and chemical, associated with 
groundwater contaminants from past operational releases, enter the Columbia River along the 
Hanford Reach through groundwater upwelling in the river and discharge at shoreline seeps. In 
general, groundwater discharges are the dominant pathway for Hanford Site contaminants to 
enter the Columbia River. 

The state of Washington, under its anti-degradation policy, has classified the general water use 
and water quality criteria for the Columbia River downstream from the Grand Coulee Dam with 
an aquatic-life designation of “salmonid spawning, rearing, and migration,” which protects 
spawning, rearing, and migration of salmon and trout, and other aquatic life (WAC 173-201A, 
“Water Quality Standards for Surface Waters of the State Of Washington”). The recreational use 
designation for the Columbia River downstream from the Grand Coulee Dam is “primary 
contact,” which provides for activities that involve complete submersion by a participant. 
Washington State has designated the entire Columbia River as suitable for all water supply and 
miscellaneous activities. 
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6.2.1 Monitoring 

This section provides data from fixed-station and transect locations of Columbia River samples. 

6.2.1.1 Fixed Station Locations 

In CY 2025, Columbia River water samples were collected and analyzed for radionuclides from 
fixed-location monitoring stations at the City of Richland raw water intake facility and at the 
Priest Rapids Dam. The fixed-station location monitoring systems at sites consist of an 
automated sampler and a continuous flow system. The automated samplers obtained unfiltered 
samples of Columbia River water (cumulative samples), which were composited for 14 days. 
The variable sampler collects water at set time intervals of approximately 1 hour and set 
incremental volumes of approximately 1.7 oz. The system can be adjusted to collect less 
volume or more volume depending on what the sampling needs are. These bi-weekly samples 
were combined into monthly composite samples for radiological analyses (Table 6-4). The 
continuous flow system removes particulate and soluble constituents in Columbia River water 
by passing water through a filter and then through a resin column. Filter and resin samples were 
exchanged approximately every 14 days and were combined into monthly composite samples 
for radiological analyses. The difference in radionuclide concentrations between the upstream 
Priest Rapids Dam and the downstream Richland pump house locations are used to estimate 
contaminant contribution from Hanford Site operations and to estimate radiological dose from 
the surface water pathway. Radionuclides of interest were selected for analyses based on the: 

 Presence in historical effluent discharges from Hanford Site facilities or in groundwater 
under the Hanford Site near the Columbia River. 

 Importance in determining water quality and compliance with applicable water quality 
standards. 

 Importance in key pathway-specific exposure dose assumption calculations based on 
95th percentile of drinking water ingestion rate of 0.82 gal/day for 350 days/yr 
(EPA 600/R-09/052F, Exposure Factors Handbook: 2011 Edition, Table ES-1). 

In CY 2025, constituents of interest in Columbia River water samples collected at the City of 
Richland raw water intake facility and the Priest Rapids Dam included strontium-90, 
technetium-99, tritium, uranium-233/234, uranium-235, uranium-238, plutonium-238, 
plutonium-239/240, and gamma-emitting radionuclides. Analytical detection levels (defined as 
the laboratory-reported minimum detectable activity) for all radionuclides were well below their 
respective Washington State water quality criteria levels (Appendix E).  

6.2.1.2 Transect Locations 

Transect sampling (i.e., a series of samples collected along a line across the Columbia River) 
was initiated because of findings of a special study conducted in the late 1980s (PNL-8531, 
Columbia River Monitoring: Distribution of Tritium in Columbia River Water at the Richland 
Pumphouse). These transect sample efforts concluded that, under certain flow conditions, 
contaminants entering the Columbia River from the Hanford Site are not completely mixed when 
sampled at routine monitoring stations located downriver. Transect sampling, while not 
regulatorily required, allows cross-river concentration profiles to be determined to provide 

https://nepis.epa.gov/Exe/ZyPDF.cgi/P100LMCH.PDF?Dockey=P100LMCH.PDF
http://www.osti.gov/scitech/servlets/purl/10140874
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information over a larger portion of the river compared to samples collected along the Hanford 
Site shoreline where the highest contaminant concentrations of concern would be expected. 

During CY 2025, the Columbia River transect water samples were analyzed for radiological, 
inorganic, and organic contaminants (Table 6-4). The selected contaminants of concern 
(i.e., metals, anions, volatile organic analytes and radionuclides) were analyzed based on 
previous studies of groundwater plume migration, reviews of existing surface water and 
groundwater upwelling/discharge data, various RI/FS work plans and reports (WCH-380, Field 
Summary Report for Remedial Investigation of Hanford Site Releases to the Columbia River, 
Hanford Site, Washington: Collection of Surface Water, Pore Water, and Sediment Samples for 
Characterization of Groundwater Upwelling) and Hanford Site risk assessments 
(DOE/RL-2007-21, River Corridor Baseline Risk Assessment, Volume 1: Ecological Risk 
Assessment). Metals analyses included both unfiltered (total recoverable) and filtered 
(dissolved) samples. 

6.2.2 Radiological Results 

This section provides radiological results from fixed-station and Columbia River transect 
samples. 

6.2.2.1 Fixed-Station Location Samples 

During CY 2025, individual radiological contaminant concentrations measured in the Columbia 
River water were well below the DOE-derived concentration standards (DOE-STD-1196-2022, 
Derived Concentration Technical Standard), EPA DWS (40 CFR 141), and Washington State 
ambient surface water quality (ASWQ) criteria (WAC 173-201A). All plutonium-238 and 
plutonium-239/240 concentrations in the river water samples collected at the City of Richland 
and the Priest Rapids Dam were below analytical detection limits. Appendix E, Table E-3 and 
Table E-4 summarize the radiological analyses results for CY 2025 and for the previous 4 years 
from the Columbia River water samples collected at the Priest Rapids Dam and the City of 
Richland raw water intake facility.  

Throughout CY 2025, radionuclide concentrations in Columbia River water were low in samples 
collected at the Priest Rapids Dam and the City of Richland raw water intake facility. Tritium, 
uranium-233/234, and uranium-238 were consistently detected at both locations at levels 
greater than their reported minimum detectable activity. Uranium-235 was occasionally 
detected, but all values were near minimum detectable activity levels. All other radionuclides, 
including strontium-90 and isotopes of plutonium, were below minimum detectable activity. 

The CY 2025 annual average tritium concentrations measured upstream and downstream of the 
Hanford Site were similar to concentrations measured in recent years (Figure 6-5). Tritium 
concentrations in river water samples at the City of Richland raw water intake facility were 
slightly higher than in samples from the Priest Rapids Dam. For CY 2025, the fixed-station 
location Richland pump house’s average tritium concentration in water samples was 19.4 pCi/L, 
while the average at the Priest Rapids Dam station was 14.5 pCi/L. Average tritium 
concentrations in Columbia River water samples were well below the WDOH ASWQ criterion of 
20,000 pCi/L. 
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Note: ±2X standard deviations. 

AWQS = ambient water quality standard. 
Figure 6-5. Calendar Year 2025 Annual Tritium Average Concentrations 
in Columbia River Water Upstream and Downstream of the Hanford Site. 

The Hanford Site’s source of tritium entering the river is from groundwater upwelling and 
shoreline seepage. Although representative of river water used by the City of Richland for 
drinking water (which is the first municipal water source downstream from the Hanford Site), 
tritium concentrations measured at the City of Richland shoreline tend to be elevated when 
compared to average historical tritium concentrations across the river at this location. This bias 
is attributable to a tritium groundwater plume originating from the 200 East Area entering the 
river along the shoreline and extending from the Hanford Townsite downstream to the 300 Area. 
The plume is not completely mixed within the Columbia River because complete mixing of river 
water cannot occur in the distance between where the plume enters the river and where the City 
of Richland’s water intake structure is located. During CY 2025, sampling along cross-river 
transects at the City of Richland and at shoreline seep locations confirmed the existence of a 
concentration gradient in the river under certain flow conditions.  

Groundwater plumes with the potential of containing strontium-90 enter the Columbia River 
throughout the 100 Area. Historically, some of the highest strontium-90 levels that have been 
found in Hanford Site groundwater are the result of past discharges to the 100 N Area liquid 
waste disposal facilities. Although concentrations of strontium-90 remained elevated until the 
mid-1990s, today, the levels seen both upstream and downstream are very similar and typically 
below laboratory analytical detection limits. In CY 2025, strontium-90 was not detected in any 
samples collected at the Priest Rapids Dam or Richland pump house intake facility (Figure 6-6).  
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Note: ±2X standard deviations.    
AWQS = ambient water quality standard.  ND        = non-detect. 

Figure 6-6. Calendar Year 2025 Annual Strontium-90 Average Concentrations 
in Columbia River Water Upstream and Downstream of the Hanford Site. 

In CY 2025, annual average total uranium concentrations (i.e., the sum of uranium-234, 
uranium-235, and uranium-238) measured in water samples collected downstream at the City of 
Richland (0.49 pCi/L) and upstream at the Priest Rapids Dam (0.44 pCi/L) were similar to those 
observed during recent years (Figure 6-7). Uranium is present in the groundwater beneath the 
300 Area as a result of past Hanford Site operations and has also been previously detected at 
elevated levels in the 300 Area shoreline springs (Section 6.4; PNNL-13692, Survey of 
Radiological and Chemical Contaminants in the Near-Shore Environment at the Hanford Site 
300 Area; PNNL-16805, Investigation of the Hyporheic Zone at the 300 Area, Hanford Site). 
Uranium from non-Hanford Site sources, such as fertilizer use, is also known to enter the 
Columbia River across from the Hanford Site via irrigation return water and groundwater 
seepage associated with extensive irrigation north and east of the river (PNL-7500, 
1988 Hanford Riverbank Springs Characterization Report); most phosphate fertilizers contain 
trace amounts of naturally occurring uranium. During 2025, total uranium concentrations 
(measured as the sum of the uranium isotopes) were well below the EPA DWS of 30 µg/L 
(approximately 20 pCi/L, Appendix E). 
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Note: ±2X standard deviations. 
DWS = drinking water standard.  EPA = U.S. Environmental Protection Agency. 

Figure 6-7. Calendar Year 2025 Annual Uranium Average Concentrations 
in Columbia River Water Upstream and Downstream of the Hanford Site. 

6.2.2.2 Transect Samples 

In CY 2025, the City of Richland pump house and the Vernita Bridge transect locations were 
collected twice (spring and late summer). The 100 H, 100 N, and 300 Areas and the Hanford 
Townsite were all sampled once in CY 2025, during the late summer when river flows were low. 
Low river flows provide the highest probability of detecting Hanford Site contaminants carried by 
groundwater to the Columbia River. Transect stations at the 100 H, 100 N, and 300 Areas, the 
Hanford Townsite, and the Richland pump house were comprised of five locations. The Vernita 
Bridge station is made up of four locations because of safety concerns of not being able to hold 
anchor at the 
midstream location. 
Station 1 at each 
transect is located 
along the Benton 
County shoreline, while 
the highest station 
number for each 
transect is along the 
Grant-Franklin County 
shoreline. All transect 
water locations are 
provided in Figure 6-8.   

Water samples were 
collected upstream of 
the Hanford Site at the 
Priest Rapids Dam 
fixed-location station 
and the Vernita Bridge 
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Figure 6-8. Calendar Year 2025 Tritium Concentrations in 
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to provide data from locations unaffected by Hanford Site operations. Additional water samples 
were collected from all other locations, including the City of Richland water intake pump house 
and points of withdrawal for irrigation water downstream of the Hanford Site, to identify any 
increase in contaminant concentrations attributable to the site. The river sampling locations and 
the methods used for sample collection are provided in DOE/RL-91-50. 

Appendix E, Table E-5 presents radiological results from the samples collected along Columbia 
River transects near the Vernita Bridge, 100 H Area, 100 N Area, 300 Area, the City of 
Richland, and the Hanford Townsite. The radionuclides consistently measured at concentrations 
greater than the minimum detectable activity included tritium, uranium-233/234, and 
uranium-238. Uranium-235 was detected in several samples, and most levels were near the 
minimum detectable activity. Strontium-90 was not detected in any of the transect sample 
results. All measured concentrations of radionuclides were less than applicable Washington State 
ASWQ criteria and EPA DWSs.  

Tritium concentrations measured along the Columbia River transects at the 100 H, 100 N, and 
300 Areas and the City of Richland, Hanford Townsite, and Vernita Bridge are depicted in 
Figure 6-8. The Vernita Bridge transect is the most upstream location. The 100 H Area, 300 
Area, the Hanford Townsite, and the Richland transects had higher tritium concentrations near 
the Hanford Site shore (Benton County) when comparing levels to the opposite shoreline. The 
presence of a tritium concentration gradient in the Columbia River at the City of Richland supports 
previous studies showing that contaminants in the 200 Area groundwater plume entering the river 
at, and upstream of, the 300 Area are not completely mixed in the river water by the time the 
water reaches the City of Richland intake. The cross-river gradient at each transect location is 
most pronounced during periods of relatively low river flow. 

Average concentrations of tritium in samples collected from the City of Richland fixed-station 
location (19.4 pCi/L) were comparable but slightly lower than maximum levels observed in the 
Benton County shoreline transect sample (Richland pump house Hanford River mile 
[HRM] 46.4 station 1), which measured 29.0 pCi/L. The maximum concentration seen at the 
Richland pump house fixed-station location measured 27.4 pCi/L, less than 1 percent of the 
Washington State DWS of 20,000 pCi/L. These transect samples were collected under low river 
flow conditions, which provides the highest probability of detecting Hanford Site contaminants 
carried by groundwater to the Columbia River. 

Tritium concentrations measured in Columbia River samples at the Hanford Townsite have 
been historically associated with a large tritium groundwater plume that originated from sources 
in the 200 Areas, with a small portion of the plume discharging into the Columbia River at this 
location. There are several shoreline seeps in this area that have the potential to transfer 
contaminants into the river system (Section 6.4). 

During CY 2025, uranium concentrations, measured by both total inorganic uranium (µg/L) and 
isotopic uranium (pCi/L) in all transect samples collected were below the EPA DWS of 30 µg/L 
(approximately 20 pCi/L). The highest uranium-233/234 concentration (0.41 pCi/L) and 
uranium-238 concentration (0.37 pCi/L) in transect samples was measured at the 
HRM 46.4 station 9 location. Uranium-236 concentrations from the 300 Area transects were 
below analytical detection limits. 
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6.2.3 Inorganic and Organic Chemical Results 

In CY 2025, water quality data for inorganic and organic constituents were compiled for the 
Columbia River. Several of the parameters measured have no regulatory limits but are useful 
indicators of water quality and contaminants of Hanford Site origin. Potential sources of 
pollutants not associated with the Hanford Site include irrigation return water; groundwater 
seepage associated with extensive irrigation north and east of the Columbia River; and 
industrial, agricultural, and mining effluent introduced upstream of the Hanford Site. 

Metal and anion concentrations observed in river water in CY 2025 were similar to those 
previously observed and remain below regulatory limits. Metals and anions were detected in the 
Columbia River transect samples both upstream and downstream of the Hanford Site. Copper 
and uranium were detected in most transect samples at low levels. All dissolved metal 
concentrations in the river water were well below the Washington State ASWQ criteria for the 
protection of aquatic life (Appendix E, Table E-6).  

Washington State ASWQ criteria for cadmium, copper, lead, nickel, silver, and zinc are 
total-hardness dependent (WAC 173-201A). Increased water hardness (i.e., primarily higher 
concentrations of calcium and magnesium ions) can reduce toxicity of some metals by limiting 
their absorption into aquatic organisms. Criteria for Columbia River water was calculated using a 
total hardness of 47 mg/L as calcium carbonate, the lowest value based on U.S. Geological 
Survey monitoring of Columbia River water near Vernita Bridge from 1992 through 2010. 

In CY 2025, the Richland 
pump house HRM 46.4, 
station 9 (Franklin County 
shoreline) had a maximum 
nitrate concentration of 
447 µg/L, which was well 
below the EPA DWS of 
10,000 µg/L. 
Concentrations of chloride 
and sulfate were slightly 
elevated at the Richland 
pump house HRM 46.4 
stations when compared to 
other transect locations 
(e.g., 100 H, 100 N, and 
300 Areas and the Hanford 
Townsite) throughout the 
Hanford Reach 
(Figure 6-9).  

Historically, some of the highest anion concentrations were found in samples collected along the 
Grant-Franklin County shoreline. The elevated results were likely attributable to groundwater 
seepage from extensive irrigation north and east of the Columbia River. Nitrate contamination of 
some Franklin County groundwater has been documented by the USGS Open-File Report 
95-445, Nitrate Concentrations in Ground Water of the Central Columbia Plateau (USGS 1995) 
and is associated with high fertilizer and water usage in agricultural areas. Numerous wells in 
western Franklin County (i.e., not on the Hanford Site) exceed 10 mg/L concentrations of nitrate, 

 
Figure 6-9. Calendar Year 2025 Selected Anion 
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the EPA maximum contaminant level measured as nitrate nitrogen (40 CFR 141; Water Quality 
in the Central Columbia Plateau: Washington and Idaho [USGS 1998]).  

Chromium concentrations in the Hanford Reach are of interest because groundwater 
contaminated with hexavalent chromium above the ambient water quality criterion intersects the 
Columbia River at several Hanford Site locations. In CY 2025, all filtered and unfiltered river 
water samples had chromium concentrations below the minimum detectable activity level of 
3 µg/L.  

VOCs were identified in the following transect samples: 

 Methylene chloride, a common laboratory contaminant, was detected in nine transect 
samples with a maximum concentration of 1.72 µg/L in a transect sample collected at 
the HRM 0.3 station 2 location. This result is below the EPA DWS of 5 µg/L.  

 Acetone, a common laboratory contaminant, was detected in two samples, with a 
maximum concentration of 3.49 µg/L in a transect sample collected upstream at the 
HRM 46.4 station 3 location. 

In CY 2025, the primary organic contaminants of concern present in groundwater plumes 
monitored were trichloroethene and cis-1,2-dichloroethene, compounds used during past 
reactor fuel fabrication in the 300 Area. These contaminants were not detected in transect water 
collected upstream and downstream of the Hanford Site and in the vicinity of the 300 Area. The 
analytical method detection limits were below the respective EPA DWSs (Appendix E, 
Table E-7). A complete listing of the organic results for transect samples is provided in the 
Hanford Environmental Information System database. 

6.3 COLUMBIA RIVER SEDIMENT 

During peak operating years at the Hanford Site, the Columbia River received discharges of 
large volumes of effluents associated with reactor operations. Some constituents in these 
effluents may have become associated with particulate matter that accumulated in riverbed 
sediment, most notably in slack-water areas and in reservoirs behind the dams located 
downstream of the Hanford Site. Short-lived radioactive constituents have decayed, but some 
longer-lived radionuclides (e.g., isotopes of cesium, plutonium, strontium, and uranium) are still 
detectable at times.  

Fluctuations in the river flow from upriver hydroelectric dam operations, high annual springtime 
river flows, and occasional floods have resulted in re-suspension, relocation, and subsequent 
redeposition of sediment. Upper-layer sediment in the Columbia River, downstream of the 
Hanford Site, contains low concentrations of radionuclides, metals of Hanford Site origin, and 
radionuclides from worldwide atmospheric fallout. The upper-layer sediment also contains metals 
and other nonradioactive contaminants from mining and agricultural activities (PNNL-13417, 
Simultaneously Extracted Metals/Acid-Volatile Sulfide and Total Metals in Surface Sediment from 
the Hanford Reach of the Columbia River and the Lower Snake River; PNNL-16990, Summary 
of Radiological Monitoring of Columbia and Snake River Sediment, 1988 Through 2004), both 
upriver and adjacent to the Hanford Site. Periodic sediment sampling confirms that 
concentrations are low and no significant changes in concentrations have occurred.  

Accumulation of radioactive materials in sediment can lead to human exposure from ingestion of 
aquatic organisms associated with sediment or re-suspension into drinking water supplies. 
Sediment with accumulated radioactive materials can be an external radiation source to people 

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&tpl=/ecfrbrowse/Title40/40cfr141_main_02.tpl
https://ehs.hanford.gov/eda/
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fishing, swimming, sunbathing, wading, or participating in other recreational activities associated 
with the river or shoreline (DOE-HDBK-1216-2015, Environmental Radiological Effluent 
Monitoring and Environmental Surveillance). Sediment contaminant concentrations are also 
used to model potential pathway exposures to riparian (e.g., raccoon, coyote) and aquatic 
receptors (e.g., fish, benthic organisms) and to evaluate compliance with DOE radiation dose 
rate criteria for protection of aquatic plants and animals within the Hanford Reach. 

A study was conducted in 2001 (PNNL-13417) to investigate the difference in sediment grain-
size composition, total organic carbon content at routine Columbia River monitoring sites, and 
the effect of grain size and organic content in measured contaminant concentrations. Physical 
and chemical sediment characteristics were found to be highly variable between monitoring 
sites along the Columbia River. Samples containing the highest percentage of silts, clays, and 
total organic carbon were generally collected from the reservoir behind the Priest Rapids Dam, 
upstream of the Hanford Site; White Bluffs, the 100 F Area, and the Hanford Sloughs; several 
spring locations on the Hanford Reach; and downstream of the Hanford Site, in the reservoir 
pool located above the McNary Dam. 

PNNL-13417 indicated that variations in sediment grain size and total organic carbon within 
Columbia River sediments can result in differential partitioning of metals and affect the fate and 
transport of contaminants. Total organic carbon is analyzed in sediment samples to obtain a 
better understanding of contaminant availability and toxicity. In CY 2025, total organic carbon 
Columbia River sediment samples ranged from 1,090,000 µg/kg to 25,400,000 µg/kg, which is 
within the range of expected results (Appendix E, Table E-14). 

6.3.1 Monitoring 

Columbia River sediment is collected using a Ponar 
clamshell-style sediment dredge sampler (Figure 6-10) at 
locations behind the Priest Rapids Dam and the McNary Dam, 
capturing several years of sediment deposits. Estimated 
average sediment deposition rates are 0.28 in./yr for the Priest 
Rapids Dam and 0.89 in./yr for the McNary Dam, according to 
An Investigation of the Origin of 152Eu in Columbia River 
Sediments (Gibbons 2000). Assuming a maximum sediment 
sampling depth of 6.3 in. with the Ponar dredge, samples may 
integrate up to approximately 22 years at the Priest Rapids Dam 
and 7 years at the McNary Dam. 

Sediment samples collected along the Hanford Reach shoreline 
are collected using a scoop. In CY 2025, samples of the surface 
layer of Columbia River sediment were collected at depths of 
1.6 to 4.3 in. from 13 river locations that were predominantly submerged (some Hanford Reach 
sampling locations may not be submerged during an extremely low river stage) during late 
summer/early fall (Figure 6-11). Deposition rates have not been estimated for shoreline or 
slough sediment collection areas along the Hanford Reach.  

 
Figure 6-10. Ponar 

Clamshell-Style 
Sediment Dredge Sampler. 

http://books.google.com/books/about/An_Investigation_of_the_Origin_of_152Eu.html?id=ljRWGwAACAAJ
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ENW = Energy Northwest. 
ERDF = Environmental Restoration Disposal Facility. 
HAMMER = Volpentest Hazardous Materials Management and 

Emergency Response (facility). 

LIGO = Laser Interferometer Gravitational-Wave 
Laboratory. 

PRD = Priest Rapids Dam. 

Figure 6-11. Sediment Sampling Locations Collected in Calendar Year 2025.  
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Samples were collected upstream of Hanford Site facilities from the Priest Rapids Dam reservoir 
(the nearest upstream impoundment) to provide data from an area unaffected by Hanford Site 
operations. Samples were collected downstream of the Hanford Site above the McNary Dam 
(the nearest downstream impoundment) to identify any increase in contaminant concentrations. 
Increases in contaminant concentrations found in sediment above the McNary Dam, compared 
to those found above the Priest Rapids Dam, do not necessarily reflect a Hanford Site source. 
The confluences of the Columbia River with the Yakima, Snake, and Walla Walla Rivers lie 
between the Hanford Site and the McNary Dam. Several towns, irrigation water returns, and 
factories in these drainages, as well as atmospheric nuclear fallout, may also contribute to the 
contaminant load found in the McNary Dam sediment.  

All sediment samples were analyzed for gamma-emitting radionuclides, anions, hexavalent 
chromium, strontium-90, plutonium-238, plutonium-239/240, uranium-234/235, uranium-238, 
metals, mercury, and total organic carbon. The analytes selected for sediment samples were 
based on findings from previous Columbia River sediment investigations, including 
contaminants associated with historical facility effluent discharges and contaminant 
concentrations in Hanford Site groundwater monitoring wells near the Columbia River. No 
federal or state freshwater sediment criteria are available to assess the sediment quality of the 
Columbia River.  

All sediment sample locations, analyses, and collection frequencies are presented in Table 6-5 
with contaminant results summarized in Appendix E, Table E-11, Table E-12, Table E-13, and 
Table E-14. Most of these sites are along the Hanford Reach of the Columbia River in 
slack-water areas where fine-grained material is known to deposit or in shoreline seep/spring 
areas known to contain groundwater contaminated from past Hanford Site practices. Monitoring 
sites in the reservoirs behind the McNary and Priest Rapids Dams consisted of two stations 
spaced approximately halfway on a transect line crossing the Columbia River and were 
collected near the boat-exclusion buoys immediately upstream of each dam.  

Table 6-5. Columbia River Sediment. 

Location(a) Frequency Analyses 
McNary Dam (two locations near the 
dam) 

Annually 90Sr, anions, gamma energy analyses, hexavalent chromium, U-iso,(b) 
Pu-iso,(c)  metals, mercury, and total organic carbon 

Hanford Reach(d) Annually 14C, 90Sr, 236U (300 Area only), anions, gamma energy analyses, 
hexavalent chromium, U-iso,(b) Pu-iso,(c) metals, mercury, and total organic 
carbon 

Priest Rapids Dam (two locations near 
the dam) 

Annually 90Sr, anions, gamma energy analyses, hexavalent chromium, U-iso,(b) 
Pu-iso,(c) metals, mercury, and total organic carbon 

Contiguous Hanford Reach Islands 
(adjacent to Locke and Savage Islands) 

Annually 90Sr, anions, gamma energy analyses, hexavalent chromium, U-iso(b), 
Pu-iso,(c) metals, mercury, and total organic carbon 

(a) Refer to Figure 6-3. 
(b) 233/234U, 235U, and 238U. 
(c) 238Pu and 239/240Pu. 
(d) Hanford Reach sediment includes the following areas: 100 K Spring 63-1, 100 D Spring 102-1, 100 H Spring 145-1, White Bluffs Slough, 
100 F Slough, Hanford Slough, and 300 Area Spring DR 42-2. 
Pu-iso = isotopic plutonium. U-iso = isotopic uranium. 
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6.3.2 Radiological Results 

During CY 2025, radionuclides consistently detected in river sediment upstream (Priest Rapids 
Dam), downstream (McNary Dam), and the Hanford Reach included cesium-137, 
uranium-233/234, uranium-235, and uranium-238. Cesium-137 was detected at 10 of 
the 13 sample locations. Uranium-233/234, uranium-235, and uranium-238 were detected at all 
13 sediment locations. Plutonium-239/240 was detected at the Priest Rapids Dam and the 
Hanford Slough locations. Concentrations of all other radionuclides of concern were below the 
required minimum detectable activity, except for a single detection of carbon-14 (1.26 pCi/g) in a 
sediment sample collected at the 100 K Spring 63-1 and europium-152 (0.23 pCi/g) at the 
Hanford Slough. 

Cesium-137 and plutonium isotopes exist in worldwide fallout and in effluent from past site 
operations. Uranium isotopes occur naturally, are present in many agricultural fertilizers, and 
have been present in past releases of site effluent. For CY 2025, analytical results showed 
concentration of cesium-137 at the Hanford slough (0.43 pCi/g) slightly higher than at the 
McNary and Priest Rapids Dams and other Hanford Reach sediment collections (Figure 6-12). 
Plutonium-239/240 sediment results at the Priest Rapids Dam had slightly higher concentrations 
than those seen along the Hanford Reach (Figure 6-13).  

 
 

    
  

Note: Results shown are in pCi/g ± total analytical error. 
Figure 6-12. Cesium-137 Maximum Concentrations in Columbia River Sediment. 
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Figure 6-13. Plutonium-239/240 Maximum Concentrations in Columbia River.  

The uranium-233/234, uranium-235 and uranium-238 concentrations in sediment were slightly 
elevated at the 300 Area DR 42-2 location compared to other sediment samples collected from 
the Hanford Reach. In CY 2025, the McNary and Priest Rapids Dam samples had detectable 
concentrations of uranium-233/234, uranium-235, and uranium-238, slightly below the 
concentration detected at the 300 Area DR 42-2 location. Concentrations of uranium isotopes 
were comparable to historic values.  

Total uranium averaged 1.78 pCi/g for the Hanford Reach, while the Priest Rapids and McNary 
Dams’ concentrations averaged 1.95 pCi/g and 2.37 pCi/g, respectively (Figure 6-14). Other 
radionuclide detections and concentrations in the Hanford Reach river sediment were similar as 
reported in previous years, and there were no significant differences between locations. 

0
0.002
0.004
0.006
0.008
0.01

0.012
0.014

2023 2024 2025
M

ax
im

um
 P

lu
to

ni
um

-
23

9/
24

0
(p

C
i/g

) ±
An

al
yt

ic
al

 E
rr

or
 

Hanford Reach

0
0.002
0.004
0.006
0.008
0.01

0.012
0.014

2023 2024 2025M
ax

im
um

 P
lu

to
ni

um
-2

39
/2

40
(p

C
i/g

) ±
An

al
yt

ic
al

 E
rr

or
 

Priest Rapids Dam

0
0.002
0.004
0.006
0.008
0.01

0.012
0.014
0.016
0.018

2023 2024 2025

M
ax

im
um

 P
lu

to
ni

um
-2

39
/2

40
(p

C
i/g

) ±
An

al
yt

ic
al

 E
rr

or
 

McNary Dam

Open symbols indicate maximum 
value is non-detect



 DOE/HFO-2026-02, Rev. 0 
 

2025 Annual Site Environmental Report 6-25 Section 6.0 Water Monitoring 
 

 
Figure 6-14. Calendar Year 2025 Uranium 

Averages Measured in Columbia River Sediment. 

6.3.3 Chemical Results 

In CY 2025, detectable amounts of most metals of interest were found in all river sediment 
samples (Figure 6-15). Concentrations of most metals were higher for sediment collected in the 
reservoir upstream of the Priest Rapids Dam than in sediment from either the Hanford Reach or 
the McNary Dam (Appendix E, Table E-12). There are no Washington State freshwater 
sediment quality criteria to compare with the measured values. 
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Possible sources of elevated arsenic, cadmium, copper, lead, and zinc in sediment include 
contributions from upriver industrial sources, such as mining operations, smelting, and other 
activities that release materials that ultimately reach the Columbia River. As discussed in 
DOE/RL-2010-117, Columbia River Component Risk Assessment: Volume II: Baseline Human 
Health Risk Assessment, a lead and zinc smelter associated with mining operations at the Teck 
Cominco Mine in Trail, British Columbia, (located 10 mi north of the U.S. Canadian border) 
dumped an estimated 10 to 20 million tons of slag into the Columbia River. Additionally, it is 
estimated that approximately 62 million tons of mine tailings have been discharged to the 
Coeur d’Alene River Basin since mining began more than 100 years ago. Mining waste and 
associated metals may have been transported from the Coeur d’Alene River Basin to the 
Spokane River, a tributary to the Columbia River. These smelter and mining operations began 
prior to construction of the dams along the Columbia River.  

 

 
Figure 6-15. Calendar Year 2025 Selected Metals Average 

Concentrations Measured in Columbia River Sediment (Washington and Oregon).  
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Hexavalent chromium was only detected in the two Columbia River sediment samples located 
at the McNary Dam. The highest concentration, 0.288 mg/kg, was measured in the sediment 
sample collected on the Washington State side of the dam. Hexavalent chromium was not 
detected in any of the sediment samples collected from the Hanford Reach (Appendix E, 
Table E-13). 

6.4 COLUMBIA RIVER SHORELINE SEEP WATER 

In CY 2025, samples of Columbia River shoreline seep/spring water were collected along the 
Hanford Reach at 13 locations (Figure 6-3 and Figure 6-11). These samples were analyzed to 
determine the potential impact of radiological, inorganic, and organic contaminants from the 
Hanford Site on the public, aquatic, and riparian environment. Various radiological analyses 
were performed on selected seeps following reviews of existing surface water and groundwater 
data, multiple RI/FS study work plans and reports (WCH-380), and Hanford Site risk 
assessments (DOE/RL-2007-21).  

6.4.1 Seep Water Monitoring 

Columbia River seeps were documented along the Hanford Reach long before Hanford Site 
operations began during World War II (Jenkins 1922). The Columbia River is the discharge area 
for the unconfined aquifer underlying the Hanford Site. It is also a regional groundwater 
discharge zone that includes discharge from confined basalt aquifers. Groundwater provides a 
means for transporting Hanford Site-associated contaminants (via leaching) from past waste 
disposal practices to the Columbia River (DOE/RL-92-12, Sampling and Analysis of 100 Area 
Springs; PNL-5289, Investigation of Ground-Water Seepage from the Hanford Shoreline of the 
Columbia River; PNL-7500; WHC-SD-EN-TI-006, Hydrologic and Geologic Data Available for 
the Region North of Gable Mountain, Hanford Site). Contaminated groundwater enters the 
Columbia River through surface and subsurface discharge. Discharge zones, located above the 
water level of the river, are identified in this report as Columbia River riverbank or shoreline 
seeps/springs. Routine monitoring of riverbank seeps offers the opportunity to characterize the 
quality of groundwater being discharged to the river and assess the potential human and 
ecological risk associated with the seep water.  

During the early 1980s, researchers walked a 41-mi stretch of the Benton County shoreline of 
the Hanford Reach and identified 115 seeps (PNL-5289; (Figure 6-16). These researchers 
reported that the predominant areas of riverbank seeps at that time were near the 100 N Area, 
the Hanford Townsite, and the 300 Area. 

http://biodiversitylibrary.org/page/34454948


 DOE/HFO-2026-02, Rev. 0 
 

2025 Annual Site Environmental Report 6-28 Section 6.0 Water Monitoring 
 

It has become increasingly difficult to 
locate new riverbank seeps along the 
Hanford Reach since the turn of the 
century. Water table elevations are 
declining with decreased artificial 
groundwater mounding that resulted 
from the discharge of millions of gallons 
of effluent from the 1950s through the 
early 1980s. As groundwater mounding 
declines, the water levels will reach 
pre-Hanford water-level equilibrium, 
which may result in a reduction in the 
number and flow of seeps along the river. 

Columbia River seeps also vary with the 
river stage (i.e., river water surface 
elevation). The water table near the 
Hanford Reach is strongly influenced by 
river stage fluctuations. The river stage 
in the Hanford Reach is controlled by 
upriver conditions and operations at 
upriver dams. As river levels fluctuate, 
groundwater levels change, which cause 
the presence of seeps in the Hanford 
Reach to vary. At the 300 Area, the river 
stage is also influenced by the elevation 
of the McNary Dam pool. Because of 
fluctuation in discharges, the depth of the 
river varies significantly. The river stage 
may change along the Hanford Reach by 
up to 10 ft within a few hours due to 
these contributing factors. 

Columbia River water moves into the 
Hanford Site aquifer as the river stage 

rises (i.e., bank storage) and then discharges from the aquifer in the form of riverbank seeps as 
the river stage falls. Following an extended period of low river flow, groundwater discharge 
zones above the water level of the river may cease to exist when the level of the aquifer comes 
into equilibrium with the river level. Thus, seeps/springs are most readily identified immediately 
following a decline in river stage. 

Bank storage of river water affects the contaminant concentration of the seeps. Columbia River 
seep water discharged immediately following a river stage decline generally consists of river 
water or a mixture of river water and groundwater. The percentage of groundwater in a seep 
water discharge increases over time following a drop in the river stage. Measuring conductivity 
of the seep water discharge provides an indicator of the extent of bank storage. Hanford Site 
groundwater has higher conductivity readings than Columbia River water. The conductivity of 
river water typically ranges between approximately 130 µS/cm to 150 µS/cm while Hanford Site 
groundwater typically has readings greater than 180 µS/cm. 

 
Source: PNL-5289, 1983, Investigation of Groundwater Seepage from the 
Hanford Shoreline of the Columbia River, Pacific Northwest Laboratory, 
Richland, Washington. 
FFTF = Fast Flux Test 

Facility. 
LIGO = Laser Interferometer 

Gravitational Wave 
Laboratory. 

PRD = Priest Rapids Dam. 
WPPSS = Washington Public 

Power Supply System. 

Figure 6-16. Groundwater 
Seepage Study Area (PNL-5289). 
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The effect of bank storage on groundwater discharges and contaminant concentration variations 
in aquifer thickness, porosity, and plume concentrations make it difficult to accurately estimate 
the proportion of contaminated groundwater discharging via shoreline seeps/springs to the 
Columbia River within the Hanford Reach. Studies of riverbank seeps conducted during 1983 
(PNL-5289), 1988 (PNL-7500), and 1991 (DOE/RL-92-12; WHC-EP-0609, Riverbank Seepage 
of Groundwater Along the 100 Areas Shoreline), as well as results of near-shore studies in 
1997 (PNNL-11933, Survey of Radiological Contaminants in the Near-Shore Environment at the 
Hanford Site 100-N Reactor Area) and 2001 (PNNL-13692) noted that discharges from the 
seeps had localized effects on Columbia River contaminant concentrations only. Beginning 
in 2011, river stage-specific, local, quality control guidelines were administered for seep 
monitoring efforts following the process and findings described in WCH-380. These guidelines 
help the precision and accuracy of the seep monitoring efforts by reducing variability across 
space and time associated with fluctuating river stages and the influence of bank storage. It is 
suspected that some seep samples collected may be a blend of groundwater and Columbia 
River riverbank storage. 

Table 6-6 lists specific analyses performed on seep water samples from each seep location.  

Table 6-6. Columbia River Seep Monitoring. 

Location(a) Sample Type Sampling Frequency Analyses 
100 B Area Grab Annually 90Sr, alkalinity, anions, metals (filtered/unfiltered), tritium, VOA 
100 D Area Grab Annually 90Sr, 99Tc, alkalinity, anions, metals (filtered/unfiltered), tritium, 

U-iso (b) 
100 F Area Grab Annually 90Sr, alkalinity, anions, metals (filtered/unfiltered), tritium, VOA 
100 H Area Grab Annually 90Sr, 99Tc, alkalinity, alpha activity, anions, beta activity, 

metals (filtered/unfiltered), tritium, U-iso (b) 
100 K Area Grab Annually 14C, 90Sr, 99Tc, alkalinity, alpha activity, anions, beta activity, 

metals (filtered/unfiltered), tritium, VOA 
100 N Area Grab Annually 90Sr, alkalinity, alpha activity, anions, beta activity, metals 

(filtered and unfiltered), total petroleum hydrocarbons, tritium 
300 Area Grab Annually 236U, alkalinity, alpha activity, anions, beta activity, U-iso, (b) 

metals (filtered/unfiltered), tritium, VOA  
Hanford Townsite Grab Annually 129I, alkalinity, alpha activity, anions, beta activity, metals 

(filtered/unfiltered), tritium, VOA  
(a) Refer to Figure 6-3; locations may contain multiple shoreline seeps with differing analyses. 
(b) 234U, 235U, and 238U. 
VOA  =  volatile organic analysis. U-iso = isotopic uranium. 

6.4.1.1 Seep Water Monitoring Results 

This section describes the seep water monitoring sampling results. Seep water samples are 
collected for contaminant monitoring, dose calculations, and contaminant trends (DOE/RL-91-50). 
Analytes of interest for samples from shoreline seeps were selected based on findings of previous 
investigations, reviews of contaminant concentrations observed in nearby groundwater monitoring 
wells, contaminant plume locations and movements throughout the Hanford Site, and results of 
preliminary risk assessments. Sampling is conducted annually when river flows are low, typically 
in late summer to early fall, to help minimize the effect of bank storage. 

In CY 2025, 13 of the 14 scheduled seep samples were collected. Sample collection at the 
Hanford Townsite 25-4 location was unsuccessful due to lack of seep discharge observed. All 
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samples were analyzed for alkalinity, anions, metals, and tritium. Some samples from selected 
seeps were also analyzed for gross alpha, gross beta, carbon-14, iodine-129, strontium-90, 
technetium-99, uranium-233/234, uranium-235, uranium-238, and VOCs. All samples collected 
were analyzed as unfiltered samples, except for metals analyses, in which case, both filtered 
and unfiltered samples were analyzed (see Table 6-6). 

Radiological Results 

During CY 2025, contaminants of Hanford Site origin continued to be detected in water from 
riverbank seeps entering the Columbia River along the Hanford Site. A listing of the 2025 
sampling results is provided in Appendix E, Table E-9.  

Tritium was detected in seep samples collected at six of the 13 sample locations. The highest 
tritium concentration measured in riverbank seeps was at the Hanford Spring 28-2 seep location 
(8,550 pCi/L), less than the Washington State ASWQ criterion of 20,000 pCi/L. This location is 
where the known 200 Area tritium groundwater plume intersects the shoreline.  

Strontium-90 was detected in seep samples collected at five locations. The maximum 
concentration (48.1 pCi/L) was measured in the sample collected from the seep at the 100 N 
Spring 89-1 location. This seep location is where a known strontium-90 groundwater plume is 
present near the shoreline at the 100 N Area. 

Uranium isotopes were monitored in five riverbank seep water samples from the 100 H, 100 D, 
and 300 Areas. The highest concentrations of uranium were found in the seep water collected at 
the 300 Area Spring DR 42-2 riverbank seep site. This location is downgradient from the retired 
300 Area process trenches and is associated with elevated uranium concentrations in the 
unconfined aquifer in the vicinity of former uranium fuel fabrication facilities and related waste 
sites. Isotopes of uranium were detected at this location at concentrations of 10.5 pCi/L for 
uranium-233/234, 0.84 pC/L for uranium-235, and 10 pCi/L for uranium-238, having a summed 
uranium activity of 21.34 pCi/L. The 300 Area Spring 42-2 and 300 Area Spring DR 42-2 are 
also analyzed for uranium-236. Neither of these locations detected uranium-236. 

Uranium is regulated on a mass concentration basis of total uranium, with the EPA DWS of 
30 µg/L. Uranium was detected in all filtered and unfiltered samples collected at the 13 seep 
locations. All filtered (dissolved) concentrations were well below the EPA DWS. The maximum 
dissolved concentration of uranium (12.8 µg/L) was measured in the filtered sample collected 
from the 300 Area Spring DR 42-2. The maximum recoverable uranium concentration 
(54.5 µg/L) was measured in the nonfiltered seep sample also collected at the 300 Area Spring 
DR 42-2 location. 

In CY 2025, carbon-14 was detected at a concentration of 350 pCi/L at 100 K Spring 63-1. 
Carbon-14 in the groundwater plume at the 100 K Area originated from historical discharges of 
reactor gas dryer regeneration condensate to the 116-KE-1 and 116-KW gas condensate cribs 
(DOE/RL-2021-51, Hanford Site Groundwater Monitoring Report for 2021). 

Chemical Results 

VOCs were analyzed in the seep samples collected at all locations. Acetone, a common 
laboratory contaminant, was detected in samples collected at two of the seep locations, at a 
maximum concentration of 0.005 mg/L. Methylene chloride, also a laboratory contaminant, was 
detected at the 100 B Spring 39-2 at a concentration of 0.005 mg/L. These results are less than 
the EPA DWS of 5 µg/L. Toluene was detected in a sample collected from the 100 B 
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Spring 39-2 at a concentration of 0.00227 mg/L. This concentration is well below the EPA DWS 
for toluene (1 mg/L). Naphthalene was detected at a concentration of 0.00043 mg/L in a sample 
from the 100 K 63-1 Spring. 

Chloride, fluoride, nitrate and sulfate were detected in all the seep samples. Nitrate 
concentration was the highest in a seep water sample from the 100-F Spring 211-1 
(6,170 µg/L). The CY 2025 nitrate concentration reported was less than the Washington State 
DWS of 10 mg/L (WAC 246-290).  

Total petroleum hydrocarbon/heavy oil range was detected in the 100-N Spring 89-1 at a 
concentration of 154 µg/L. This seep location is associated with the petroleum groundwater 
plume present near the shoreline at the 100 N Area. 

In CY 2025, concentrations of metals detected seep samples were compared against the 
chronic toxicity criteria for aquatic receptors (WAC 173-201A-240, “Water Quality Standards for 
Surface Waters of the State of Washington”). The values for dissolved metals (filtered) and total 
recoverable metals (nonfiltered) are summarized in Table 2-4. Criteria for aluminum were newly 
promulgated by Ecology in 2025 for aquatic receptors using nonfiltered samples. In CY 2025, 
aluminum results for nonfiltered metals exceeded the chronic toxicity ambient water quality 
criteria for aquatic life (720 µg/L) at five seep locations, with a maximum concentration of 13,000 
µg/L at the 300 Area Spring DR 42-2. Concentrations of total chromium (nonfiltered samples) 
did not exceed ambient water quality criteria for aquatic life. Hexavalent chromium (using filtered 
chromium results) exceeded the ambient water quality criteria of 6.6 ug/L for aquatic life at four 
seep locations, with the maximum result of 10.6 ug/L collected from the seep at 100 D Spring 
110-1. Mercury was detected in one filtered seep sample at 100 K Spring 63-1 at concentration 
of 0.134 ug/L, slightly above the Washington State ambient water quality criteria of 
0.012 µg/L for aquatic receptors. 

Analytical results for these samples are provided in Appendix E, Table E-10. 

6.5 POND WATER AND SEDIMENT 

West Lake is an intermittent natural pond located in a depression in the terrain southwest of 
Gable Mountain and north of 200 East Area. The pond appears in response to a rise in the 
water table elevation due to seasonal fluctuations (PNL-7662, An Evaluation of the Chemical, 
Radiological, and Ecological Conditions of West Lake on the Hanford Site; ARH-CD-775, 
Geohydrologic Study of the West Lake Basin). The water in the pond is very saline and alkaline 
resulting from high rates of evaporation, stagnation, and low percolation. Historic wastewater 
discharges to cribs, ditches, and ponds in the 200 East Area that occurred between the 1950s 
to the 1980s influenced aquifer recharge and raised surface water levels in West Lake. 
Evaporative losses and rising groundwater elevations associated with seasonal rainfall and 
snowmelt infiltration currently control the appearance of surface water in West Lake during the 
winter and spring months (SGW-35643, Data Quality Objectives Summary Report for West 
Lake in the 200-UR-1 Unplanned Releases Waste Group Operable Unit). Small, isolated 
groundwater seeps have also been observed along the southeast margins of the lake and are 
believed to be associated with upwelling of groundwater from the underlying confined aquifer 
sources in fractured basalt and interbeds (ARH-SA-253, Hydrology of the Uppermost Confined 
Aquifers Underlying the Hanford Reservation). Salt deposits are present and delineate areas 
where surface water accumulates and then evaporates. 
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Chemical and radionuclide constituents present in the West Lake water and sediment are the 
result of natural and anthropogenic sources. The elevated concentrations for many of these 
constituents, including naturally occurring uranium isotopes, appear to be a function of the 
normal evaporative processes that have been occurring for many years. Relatively high 
concentrations of uranium are present in West Lake.  

Historic wastewater discharges to the nearby Gable Mountain Pond and B Pond contained 
chemical and radionuclide constituents. As this wastewater infiltrated into the underlying aquifer, 
it mixed with groundwater, and a portion of the water was transported north to West Lake by the 
regional groundwater flow gradient (SGW-35643). A connection between West Lake and the 
groundwater contamination from 200 Area sources is supported by the presence of 
technetium-99 detected in water samples collected from West Lake. West Lake is accessible to 
migratory waterfowl, deer, and other wildlife, creating a potential biological pathway for 
dispersion of contaminants.  

6.5.1 West Lake Water and Sediment Monitoring 

During early and late spring 2025, samples of pond water (Figure 6-3) and sediment 
(Figure 6-11) were collected and analyzed for radionuclides based on contaminants found in 
local groundwater and their potential to contribute to the radiological dose to biota that frequent 
the pond.  

6.5.2 West Lake Water and Sediment Sample Results 

Technetium-99 and isotopes of uranium were detected in the West Lake water samples and are 
elevated in comparison to local groundwater concentrations but are within historical ranges for 
West Lake over the last several years. The elevated results for uranium in water samples are a 
common occurrence due to extremely high concentrations of dissolved solids. Cesium-137, 
strontium-90, and isotopes of uranium were detected in sediment samples at concentrations 
similar to historical results.  

The West Lake sediment and water sample results were used to calculate an estimated dose to 
biota, as discussed in Section 3.2.6. Historical data for the West Lake sediment and water 
samples for the years 2020 through 2025 is presented in Appendix E, Table E-1 and Table E-2.  

6.6 OFFSITE IRRIGATION WATER 

Sampling of irrigation water is monitored for the presence of radionuclides. Consumption of food 
products (Section 9.1) irrigated with Columbia River water downstream of the Hanford Site has 
been identified as one of the primary pathways contributing to the potential dose to the 
hypothetical, maximally exposed individual and any other member of the public (Section 3.2.1). 

6.6.1 Offsite Irrigation Water Monitoring 

In CY 2025, irrigation water samples were collected from three irrigation systems:  

1. A canal located on the east side (left bank) of the Columbia River, just downstream of 
the Hanford Site at Riverview (east of Road 68 in Pasco, Washington). 

2. A South Columbia Basin Irrigation District canal located north of Pasco in the Sagemoor 
area that is used as a reference location (water withdrawn from upriver of Hanford). 
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3. The Horn Rapids irrigation pumping station, collected from an irrigation valve at the Port 
of Benton facility located on the corner of Port of Benton Boulevard and Richardson 
Road in Richland.  

Each location (Figure 6-3) was sampled three times during the irrigation season. Unfiltered 
samples were analyzed for gross alpha, gross beta, gamma emitters, strontium-90, and tritium. 

6.6.2 Irrigation Water Sample Results 

In CY 2025, tritium was the only Hanford-related radionuclide detected in irrigation water 
samples. Concentrations ranged from 11.80 pCi/L at the Horn Rapids and Riverview locations 
to a maximum concentration of 35.78 pCi/L measured in a sample collected at the Horn Rapids 
irrigation location. In comparison, the maximum concentration in a Columbia River water sample 
collected upstream from the Hanford Site at the Priest Rapids Dam location was 18.61 pCi/L. 

Appendix E, Table E-15, Table E-16, Table E-17 provide radionuclide concentrations from 
irrigation water samples collected during CY 2025 and in the previous 5 years. 

6.7 LIQUID EFFLUENT 

During peak operating and production years at the Hanford Site from the 1940s through the 
1990s, billions of gallons of liquid effluent waste containing millions of curies of radionuclides 
from reactor operations and chemical fuel processing were discharged to the Columbia River 
and soil column (ECF-HANFORD-17-0079, Hanford Soil Inventory Model (SIM-v2) Calculated 
Radionuclide Inventory of Direct Liquid Discharges to Soil in the Hanford Site's 200 Areas; 
PNWD-2223 HEDR, Radionuclide Releases to the Columbia River from Hanford Operations, 
1944-1971). Most of the discharges occurred in the 100 Area reactors along the river, 200 East 
Area, 200 West Area, and 300 Area. As the mission of the Hanford Site shifted from production 
of nuclear materials to environmental cleanup, most discharges to the ground and the Columbia 
River were ceased. Non-permitted discharges to the ground stopped in the 1990s.  

In CY 2025, two permitted point-source discharged effluents to the ground and several 
permitted non-point sources were operated. One point source was discharged to the Columbia 
River. Six groundwater P&T systems also operated in the 100 and 200 West Areas, discharging 
treated liquid effluents to injection wells. Section 7.0 provides further information on 
groundwater P&T systems. 

6.7.1 Point-Source Discharges 

The EPA defines a point source of pollution in 40 CFR 122, “EPA Administered Permit 
Programs: The National Pollutant Discharge Elimination System,” as any discrete conveyance, 
such as a pipe, ditch, channel, tunnel, conduit, well, discrete fissure, or container from which 
pollutants are or may be discharged. In CY 2025, there were two effluent point sources 
permitted by Ecology (the ETF and the TEDF) and one permitted by the EPA (the 331 Building 
Aquatic Research Laboratory) present on the Hanford Site. 

6.7.1.1 Effluent Treatment Facility 

In CY 2025, the ETF processed and discharged 7.16 Mgal of wastewater containing hazardous 
waste. See Section 4.2.3 for more information on the ETF. 
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The ETF waste treatment system removes toxic metals, radionuclides, and ammonia, in 
addition to destroying organic compounds. After treatment and verification, the liquid is not 
considered a dangerous waste, as per the ETF Delisting (40 CFR 261, Appendix IX, “Wastes 
Excluded Under 260.20 and 260.22, Table 2, “Wastes Excluded from Non-Specific Sources”). 
The liquid is stored in tanks, sampled, and analyzed for comparison with the ETF Delisting and 
State Waste Discharge Permit Number ST0004500 (Ecology 2022b) permit limits, then 
discharged in batches to the SALDS located north of the 200 West Area (Figure 6-17).  

 
Figure 6-17. Location of Effluent Treatment 

Facility and the State-Approved Land Disposal Site. 
The ETF waste treatment system does not remove tritium, a radioactive isotope of hydrogen 
that cannot be easily or cost-effectively removed. State Waste Discharge Permit 
Number ST0004500 does not include limits for radionuclides because the EPA’s definition of 
“pollutant” in 40 CFR 122 excludes radioactive materials regulated by DOE under the AEA. 
DOE O 458.1, Radiation Protection of the Public and the Environment, requires concentration of 
radioactive liquid discharges to be less than the derived concentration standard values 
established in DOE-STD-1196-2022, Derived Concentration Technical Standard. 
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Hydrologic modeling and analyses 
of groundwater continues to 
demonstrate disposal of 
tritium-containing water to the 
SALDS is protective of the Columbia 
River (Table 6-7). The location of 
the SALDS was chosen due to the 
long groundwater travel time it takes 
to migrate to the Columbia River, 
which allows tritium concentrations to decrease to below the DWS by dispersion and 
radiological decay.  

6.7.1.2 Treated Effluent Disposal Facility 

The TEDF provides a collection, conveyance, and disposal system for treated effluent from 
200 Areas buildings (Figure 6-18). It is in the 200 East Area and consists of 
approximately 12 mi of underground pipelines connecting three pumping stations, the 
6653 building, and two 5-acre infiltration disposal ponds. The TEDF is a piped collection system 
that does not have treatment or retention capacity. The wastewater-generating processes the 
TEDF conveys include steam, dryer, air conditioning condensates; reverse osmosis unit brine 
and permeate; cooling, potable, raw, and rain waters; effluents; water softener regenerant; filter 
backwash; and boiler and cooling tower blowdowns. In CY 2025, the volume of nonradioactive, 
nondangerous waste disposed to the TEDF was approximately 319 Mgal. Section 4.2.5 
provides further information on the TEDF. 

 
TEDF = Treated Effluent Disposal Facility, 

Figure 6-18. Location of the Treated Effluent Disposal Facility. 

Table 6-7. Calendar Year 2025 Tritium Discharges 
to the State-Approved Land Disposal Site. 

Effluent 
Discharge (gal) 

Tritium 
Released (Ci) 

Average Concentration 
(µCi/mL) 

Fraction 
of DCS (%) 

6,454,636 11.8 4.63E-04 17.8% 
Ingested tritiated water = 2.6E-03 µCi/mL. 
DCS = derived concentration standard. 
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Wastewater must be treated prior to transferring to the TEDF. State Waste Discharge Permit 
Number ST0004502 (Ecology 2022a) regulates the discharge of this wastewater to the ground 
and ensures the discharges meet state WAC 173-200, “Water Quality Standards for 
Groundwaters of the State of Washington.” In CY 2024, TEDF discharge was sampled 29 times 
to verify permit compliance (Table 6-8). A complete list of TEDF sample results is provided in 
the Hanford Environmental Information System database.  

Table 6-8. Radionuclide Concentrations in Liquid Effluents.  

Facility Sample Location Radionuclide or 
Analysis 

Number of: Average 
Concentration 

(µCi/mL) 
DCS(a) 

(µCi/mL) 
DCS 

Fraction 
(%) Samples Samples 

>MDA 
ETF Verification tank Gross alpha 11 1 2.19E-09 4.0E-07 0.5% 
ETF Verification tank Gross beta 11 3 3.06E-09 1.7E-06 0.2% 
ETF Verification tank Strontium-90 8 0 -- -- -- 
ETF Verification tank Technicium-99 8 0 -- -- -- 
ETF Verification tank Tritium 8 8 4.63E-04 2.6E-03 17.8% 

ETF sum of fractions 18.5% 
TEDF Building 6653 Gross alpha 13 1 3.23E-09 4.0E-07 0.8% 
TEDF Building 6653 Gross beta 13 3 4.33E-09 1.7E-06 0.2% 
TEDF Building 6653 Tritium 5 0 -- -- -- 

TEDF sum of fractions  1% 
(a) DCS value for gross beta assumed to be 90Sr; value for gross alpha assumed to be 239Pu. 
(b) Derived concentration standard for ingested water from DOE-STD-1196-2022, Derived Concentration Technical Standard. 
DOE-STD-1196-2022, 2022, Derived Concentration Technical Standard, U.S. Department of Energy, Washington, D.C. 
DCS  =  derived concentration standard. 
ETF =  Effluent Treatment Facility. 

MDA =  minimum detectable activity. 
TEDF =  Treated Effluent Disposal Facility. 

6.7.1.3 331 Building Aquatic Research Laboratory 

In CY 2024, EPA Region 10 revised Permit No. WAG130000, Authorization to Discharge under 
the National Pollutant Discharge Elimination System (EPA 2024), to require research facilities to 
obtain coverage under the general permit. DOE holds a permit issued under 
Permit No. WAG130049, which allows discharges from the 331 Building Aquatic Research 
Laboratory in the 300 Area to the Columbia River. In CY 2025, monitoring flow for discharges to 
the Columbia River and temperature at the Columbia River water intake and at the outfall to the 
Columbia River were required under the permit. Table 6-9 provides a summary of the data that 
was collected. 

Table 6-9. Summary of Discharges from the 
331 Building Aquatic Research Laboratory. (2 pages) 

Month 
Average Outfall 

Flow  
(gpd) 

Maximum Outfall 
Flow  
(gpd) 

Columbia River Intake 
Average Temperature  

(°C) 

Columbia River Outfall 
Average Temperature  

(°C) 
January 2025 434,800 483,800 N/A N/A 
February 2025 375,000 483,500 N/A N/A 
March 2025 492,500 538,200 6.32 8.26 
April 2025 411,000 523,600 8.24 8.99 
May 2025 523,500 603,100 12.40 12.88 
June 2025 540,200 600,500 16.60 15.74 
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Table 6-9. Summary of Discharges from the 
331 Building Aquatic Research Laboratory. (2 pages) 

Month 
Average Outfall 

Flow  
(gpd) 

Maximum Outfall 
Flow  
(gpd) 

Columbia River Intake 
Average Temperature  

(°C) 

Columbia River Outfall 
Average Temperature  

(°C) 
July 2025 392,800 529,900 20.00 15.82 
August 2025 332,900 370,900 21.34 15.91 
September 2025 397,500 515,600 21.00 16.23 
October 2025 465,200 512,400 16.05 14.25 
November 2025 542,900 614,600 12.75 12.56 
December 2025 622,600 690,900 8.85 10.44 

6.7.1.4 300 Area Discharges to the City of Richland Sewer 

The City of Richland regulates industrial wastewater discharges to its sewer collection system. 
HFO holds Permit No. CR-IU010 (City of Richland Industrial Wastewater Discharge Permit 
300 Area Combined Sewer; City of Richland 2023) issued from the City of Richland, which 
allows discharges from contractor-operated facilities in the 300 Area. 

6.7.2 Non-Point Source Discharges 

Non-point source discharges are effluents that occur over an area and are not easily attributed 
to a single-point source. An example of a non-point source discharge is rainwater or snowmelt 
runoff. In CY 2025, several permitted non-point discharges operated on the Hanford Site, as 
discussed in the following sections. 

6.7.2.1 Miscellaneous Wastewater Discharges 

Routine operations conducted at various locations on the Hanford Site periodically generate 
discharges of liquid waste streams. These types of wastewater discharges include hydrotesting, 
construction, and maintenance wastewater; discharge of cooling water and condensate; and 
collection and discharge of industrial stormwater. Categorical State Waste Discharge 
Permit ST0004511 (Ecology 2023) governs miscellaneous wastewater discharges.  

6.7.2.2 200 West Area Evaporative Sewage Lagoon 

The 200 West Area Evaporative Sewage Lagoon is a domestic wastewater treatment facility 
located northeast of the 200 West Area (Figure 6-19). The facility consists of double-lined, 
evaporative lagoons and is designed and operated to have zero liquid discharge to the ground. 
The facility provides wastewater treatment for domestic wastewater routed to the lagoon 
through the 200 East Area Sewage Collection System and transported from other locations on 
the Hanford Site. State Waste Discharge Permit Number ST0045514 (Ecology 2025) governs 
operations and maintenance of this facility and allows for emergency discharges. 
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200W = 200 West Area. 
ERDF = Environmental Restoration Disposal Facility. 
ENW = Energy Northwest. 
HAMMER = Volpentest Hazardous Material Management 

and Emergency Response (facility). 

HPA = Hanford Patrol (Training) Academy. 
LIGO = Laser Interferometer Gravitational Wave 

Laboratory. 

Figure 6-19. Location of the 200 West Area Evaporative Sewage Lagoon. 
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6.8 STORMWATER MANAGEMENT 

The Hanford Site, situated in the semi-arid region of Eastern Washington, receives an average 
annual rainfall of about 7 to 9 inches. Despite the low precipitation, efficient stormwater 
management practices are essential to address occasional heavy rainfall events and to prevent 
issues such as erosion and contamination of water resources. 

Stormwater management at the Hanford Site is governed by a combination of regulations and 
guidelines designed to effectively protect water quality and manage runoff. WAC 173-218, 
“Underground Injection Control Program,” which pertains to Class V UIC wells, plays a crucial 
role in regulating disposal of stormwater through these wells, ensuring that it does not 
contaminate groundwater resources. Ecology’s Underground Injection Control Program further 
supports these efforts by providing oversight and ensuring compliance with federal and state 
standards. Additionally, Ecology’s Publication 24-10-014, Stormwater Management Manual for 
Eastern Washington, offers comprehensive guidance on best practices for managing 
stormwater in the region, emphasizing techniques such as infiltration, detention, and retention to 
mitigate the impacts of stormwater runoff. 
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