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CHANGE SUMMARY 

Section Change Details 

General Transformed from Procedure to Program. Incorporated requirements of 29 CFR 
1926, Subpart P, when possible instead of vectoring out. Rewrote and reorganized 
sections and appendices. Revised language throughout—highlights are mentioned 
below by section.  Signature page was removed as part of reformatting of Site 
Wide Standards; Program was approved by Contractor Senior Management. 

5.0 Created separate planning section that includes general requirements. Clarified and 
categorized waivers and exceptions. 

6.0 Created separate section for excavation requirements arranged by topic.  
7.0 Created separate protection system requirements section. 
8.0 Created separate emergency excavation section. 
9.0 Created separate section for requirements associated with performing excavation 

work. 
10.0 Created separate section discussing the Site Excavation Permit Application 

(SEPA). Also, a separate instruction guide has been published to assist users in 
filling out permits and designating reviewers. 

Appendices 
and 
Attachments 

Some appendices were worked into the text. The remaining appendices and 
attachments were reordered and updated where necessary. The SEPA-related 
attachment has moved to the separate instruction guide. 

 
This Change Summary contains only the changes made to this revision.  Previous Change 
Summaries detailing all historical changes for this document are available by contacting Site 
Wide Safety Standards (SWSS). 
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 PURPOSE  
The Hanford Site Excavation Program, herein referred to as the Program, promotes safe 
work practices by establishing the minimum requirements and authorizations for working 
in and around excavations and trenches.  The Program provides for the planning, 
permitting, administration, execution, and completion of excavation activities. 

 SCOPE 
This Program is applicable to employees involved in administrative planning and 
performing field execution of excavating work.  Excavations include any operation in 
which earth, rock, or other earthen material below existing grade is moved, removed by 
means of any hand tools, mechanical equipment, or explosives. 
All excavation activities performed on the Hanford Site shall comply with the following 
regulatory requirements: 

• 10 CFR 851, Worker Safety and Health Program 

• 29 CFR 1926, Subpart P, Excavations 
This Program is NOT intended to apply to the following: 

• Blind penetration work, replacement of posts, or other penetrations that are in the 
original location and are equal to or less than the original depth and diameter. 

• Removal of soil up to three inches in depth and two feet in diameter. 

• Grading/raking on dirt/gravel roads and in parking lots to restore material that has 
migrated due to weather, traffic, etc. 

Appendix A provides definitions and acronyms. Appendix B provides a site map, and 
Appendix C provides a map relevant to U-Dig tickets. Appendix D provides information 
about training and designating competent persons. Appendix E provides a user guide 
checklist for insulating rubber gloves. 

 TRAINING 
Employees shall acquire the knowledge, skills, and abilities necessary to safely perform 
assigned duties for an excavation Competent Person, as outlined in Appendix D, 
Competent Person Training and Designation Requirements. 
Prime Contractor and Subcontractor employees selected to take on the duties of a 
Competent Person in excavation must complete the following: 

• A HAMMER approved training course for excavation Competent Persons. 

• Complete prime contractor specific documentation to be designated as an excavation 
Competent Person. 

All training shall be provided prior to an employee’s first assignment as an excavation 
Competent Person. 
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 SOIL CLASSIFICATION 
All soil on the Hanford Site is classified as Type C soil until reclassified by a Registered 
Professional Engineer (RPE).  The reclassification of soil and rock deposits by the RPE 
shall be classified as either Stable Rock, Type A, or Type B in accordance with 29 CFR 
1926, Subpart P, Appendix A, Soil Classification. 
Soil classification shall be made based on the results of at least one visual and one manual 
analysis method conducted by the RPE.  Visual and manual analysis shall be documented 
to identify the properties that affect the classification of the soil. 
If the RPE has classified the soil as anything other than Type C, the Competent Person 
shall request the RPE to conduct a reclassification if the soil properties or conditions 
related to its current classification change in any way. 

 PLANNING 

 General Excavation Requirements 
An Excavation Permit and a Competent Person are required when the excavation will 
be 12 inches or greater in depth. 
A hazard assessment walkdown of the excavation area is required, including all 
applicable participants (e.g., engineers, Competent Person, Subject Matter Experts 
(SMEs), craft workers, etc.) as outlined in the contractor hazard assessment process. 
If the excavation will be performed within 20 feet of overhead power lines or power 
poles, Electrical Utilities (EU) shall conduct a site walkdown.  Refer to DOE-0359, 
Hanford Site Electrical Safety Program, for specific requirements.  Additionally, 
contact the Bonneville Power Administration (BPA) liaison at 1-800-836-6619 for 
clearance to perform excavation activities that will encroach within 50 feet of BPA 
high-voltage power lines. 
Determine the proximity of the excavation to existing waste sites by using one of the 
following: 

• Call the Environmental Data Management Group (509-375-9437) 

• Call the Stewardship Information System (509-372-0116) 

• Query the Stewardship Information Portal (SIP) tool located on the Hanford Site 
Excavation Program Committee website 

All excavations shall be screened to ensure appropriate radiological controls are 
implemented for the work scope being planned. 
The Environmental Compliance Officer (ECO) shall determine what environmental 
requirements are applicable for the proposed excavation. 
Conduct a ground scan and identify any underground installations within the scanned 
area on a composite sketch and add to the work package. Provide the surveying or 
scanning organization with a copy of the composite sketch to aid in locating existing 
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underground installations. Ground markings shall be maintained to ensure visibility 
during excavation activities. It is recommended to use survey marking whiskers 
where there is a chance of environmental conditions that can degrade paint markings. 

 Additional Excavation Requirements 
Identify and contact Facility/System Owners who may be directly or indirectly 
affected by the planned excavation activities.  Consider the possibility of tie-ins 
associated with adjacent buildings. 
All Facility/System Owners of adjacent active facilities, deactivated facilities, or 
waste sites shall be included as Site Excavation Permit Application (SEPA) 
reviewers. 
The Hanford Site Well Coordinator is responsible for reviewing all excavations 
proposed within 20 feet of completed wells or that remove or modify the access road 
or well pad for a completed well. 
Obtain or prepare a composite sketch (or line-crossing list with facility drawings) of 
the intended excavation area, including excavation boundaries, and identifying 
existing underground instafllations.  Identify the location and ownership of utilities 
(e.g., electrical, water, sewer, etc.), survey monuments, Waste Information Data 
System (WIDS) sites, or other underground installations that may be encountered 
during excavation work. 
A copy of the completed Hanford Site Excavation Permit shall be placed in the work 
package along with any supporting documentation (e.g. ground scans, line-crossing 
lists, U-Dig ticket, composite sketch). 
Inspect the proposed excavation job site to physically review and confirm field 
locations of interferences, markings, and hazard controls, to ensure they coincide with 
configuration documentation, and to identify any conflicts (e.g. ownership, status, 
etc.). 

 Waivers/Exceptions 
Excavation permit exceptions/waivers do not eliminate the need for Ecological/ 
Cultural reviews. 

 Waivers 
Occasionally, it may be appropriate to request a waiver from obtaining an excavation 
permit or a U-Dig ticket for excavations in areas that have been controlled by a single 
project/facility.  A ground scan and engineering drawing review of the excavation 
area shall be completed prior to requesting a waiver. The waiver shall be documented 
as part of the work record and approved by the Facility and Safety Managers. 
Written justification for not requiring a ground scan and/or engineering review shall 
be approved by the Facility and Safety Managers.  This documentation shall be kept 
in the work package.  
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The use of stakes, feathers, and other items used to mark the location of items found 
during the ground scan is outside the requirements of this Program. 

 Exceptions 
An Excavation Permit is not required for any of the following: 

• Hand digging or vacuum excavation that is less than 12 inches deep. 

• Annual cutting and maintenance of existing firebreaks authorized by the 
Hanford Fire Department (HFD), except when performed inside protected areas 
as defined by Safeguards and Security. 

• Leased and permitted land, easements, and right of ways on the Hanford Site 
that are under the control of state/federal agencies, private companies, or public 
utilities. 

• Surface penetrations that are less than 12 inches deep (e.g., driven t-post or rod). 
However, this exception may not apply in highly congested underground 
installation areas such as those found in some areas within tank farm 
boundaries. 

• Surface penetrations (e.g., driving ground rods, trailer anchors, t-posts and other 
penetrations) greater than 12 inches deep provided the following have been 
completed and documented: 
o Ground scan that exceeds the penetration depth of the installation and covers 

an area greater than the probable horizontal deflection. 
o Review of engineered drawings. 
o Ecological/Cultural reviews of the penetration area. 

• Excavation is determined to be an emergency as outlined in this Program. 

 SPECIFIC EXCAVATION REQUIREMENTS 

 Underground Installations 
Underground installations shall be protected, supported, or removed as necessary to 
safeguard employees. 
Prior to excavating the following shall be performed to prevent accidental damage to 
underground installations: 

• Ground scans shall be performed, and all underground installations shall be 
marked. The markings shall be maintained to ensure they remain visible. 

• Any applicable drawings of the excavation area shall be reviewed to verify all 
underground installations are marked. 



DOE-0344, Rev. 5 
Hanford Site Excavation Program 

Published Date: 06-01-2026                        Effective Date: 06-29-2026 

Page 5 

 Machine Digging 
The following measures do not apply when known underground installations 
have been isolated (according to DOE-0336, Hanford Site Lockout/Tagout 
Procedure) and are planned to be removed or abandoned in place. 
Written authorization from the Utility and/or Facility Owner shall be obtained 
when machine excavating or using hand-powered tools such as roto hammers 
within a 5-foot radius of active or potentially active underground installations, 
including the following requirements: 

• Potholing shall be performed at a sufficient number of locations to verify 
the depth and horizontal location of marked underground installations. 
Picks, breaker bars, or any other sharp tipped instruments shall not be 
used if the utility or structure is not encased/protected by concrete or 
steel.  Communicate the potholing locations to the designated 
Competent Person(s) and employees prior to performing additional 
excavation activities. 
EXCEPTION: If use of potholing has the potential to create a greater 
physical hazard or risk to employees, written authorization to excavate 
without potholing shall be obtained from the Responsible Manager of 
the excavation activity. 

• A spotter in direct communication with the equipment operator is 
required. The spotter shall not perform spotting duties for more than one 
equipment operator at a time and may not perform any other duties. 

• Only hand digging or vacuum excavating is allowed within a 2-foot 
radius of underground installations unless the Responsible Manager and 
Safety Manager of the excavation activity has provided a justification in 
the written authorization. The justification shall include why hand 
digging or vacuum excavation is not possible, including why the utility 
cannot be isolated. 

 Hand Digging 
The following measures do not apply when known underground installations 
have been isolated (according to DOE-0336, Hanford Site Lockout/Tagout 
Procedure) and are planned to be removed or abandoned in place. 
Treat all utilities as direct buried, unless they are known to be protected by 
conduit or encased in concrete/steel. 
The following safety precautions shall be followed where it has been 
determined that de-energizing direct buried electrical utilities is not feasible: 

• Ensure that all applicable requirements in DOE-0359, Hanford Site 
Electrical Safety Program, are followed. 
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• Use only non-conductive hand tools (e.g., shovel with fiberglass handle), 
vacuum excavation, or an air lance to loosen soils.  Use of picks, breaker 
bars, or any other sharp tipped instruments is not permitted within 2 feet 
of energized direct buried lines. 

• Use properly rated electrically insulating rubber gloves with 
overprotectors.  Insulating gloves shall be marked as meeting the 
requirements of American Society for Testing Materials (ASTM) D120, 
Standard Specification for Rubber Insulating Gloves. Refer to  
Appendix E, User Guide Checklist for Insulating Rubber Gloves, to 
ensure employees who wear electrically insulating gloves are adequately 
trained. 
NOTE:  Insulating rubber gloves may be obtained from Contractor or 
Electrical Utilities (EU); call 509-373-4910 or 509-373-2383. 

• Ensure that a qualified person trained in Cardiopulmonary Resuscitation 
(CPR), First Aid, and emergency electrical practices is available at the 
work site during active excavation. 

• Periodically verify suspected cable locations with hand-held detection 
equipment or other acceptable means of locating utility installations. 

• Ensure that a qualified electrical worker is assigned to handle any direct 
buried cable that cannot be de-energized or needs to be moved. Also 
identify an additional qualified and trained person to perform contact 
release. 

• Mark energized direct buried electrical cable uncovered by excavation 
with red “Danger” tape and protect the cable from damage. 

 Access and Egress 
Ensure a safe means of egress (e.g., ramp, ladder, stairway, etc.) is provided from 
trench excavations 4 feet or more in depth so as to require no more than 25 feet of 
lateral travel for employees. Cutting steps into a slope of Type C soil is not permitted. 
Safe ladder use practices shall be used when utilizing a ladder to access excavations, 
such as: 

• Following ladder manufacturing recommendations 

• Extending ladders a minimum of 36 inches above the excavation edge 

• Securing or installing ladders in a manner to prevent displacement 

• Following contractor-specific ladder procedures 
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If trenches must be crossed, ensure such crossings are permitted only under the 
following conditions: 

• Vehicle/equipment crossings must be designed by and installed under the 
supervision of an RPE. 

• Walkways designed for personnel shall meet the following requirements: 
o Be designed or approved by an RPE or a Competent Person qualified in 

structural design (demonstrated through completion of specific education, 
training, or a certificate related to structural design). Walkways 
constructed using scaffold materials shall also follow HMIS-PRO-SP-095, 
Scaffolding. 

o Have a safety factor of four for the maximum intended load with 
maximum capacity posted on the surface crossing. 

o Have a minimum clear width of 20 inches. 
o Extend a minimum of 24 inches past the surface edge of the excavation 

and be secured to prevent displacement. 
o Guardrails shall be provided on walkways over excavations that are  

≥ 30 inches in width and 6 feet or more above lower levels where 
employees are required or permitted to cross. 

An RPE or a Competent Person qualified in structural design shall design structural 
ramps for personnel or equipment. Such ramps shall also meet the following 
requirements: 

• Structural members are connected together to prevent displacement 

• Structural members are of uniform thickness 

• Cleats or other means to connect structural members are attached to the bottom 
of the runway or in a manner to prevent tripping 

• Structural ramps used in lieu of steps have cleats or surface treatments on the 
top surface to prevent slipping 

A Competent Person shall evaluate and approve any earthen ramps used. Such ramps 
shall be sloped away from the excavation, and employees must be able to 
access/egress via ramps in an upright position. Consider such factors as the degree of 
the slope, depth of the excavation, soil and environmental conditions, and the 
presence of any obstructions in determining whether or not the earthen ramp can be 
used for safe egress. 
Employees are prohibited from entering a bell-bottom pier hole or other similar deep 
and confined footing excavation unless written approval is obtained from an RPE and 
the contractor’s Safety Manager and protective measures fulfill 29 CFR 
1926.651(g)(2)(ii) requirements. 
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 Hazardous Atmospheres 
Safe work practices shall be established and implemented before entry is made into 
an excavation that is subject to hazardous atmospheres. 
The Competent Person shall ensure excavations greater than 4 feet in depth are 
evaluated to ensure all recognized hazardous atmospheres are documented, 
adequately controlled, and tested prior to entry as needed. If required, provide 
respiratory protection equipment per DOE-0352, Hanford Site Respiratory Protection 
Program. 

 Protection from Hazards Associated With Water Accumulation 
Employees shall be protected from standing and/or accumulating water that could 
pose a hazard. Possible methods to protect employees may include: 

• Use of water removal equipment monitored by an excavation Competent Person 
who remains at the worksite 

• Use of special support or shield systems 

• Diversion of surface water away from the excavation 

• Removal of employees from the excavation during rainstorms 

 Stability of Adjacent Structures 
Support systems such as shoring, bracing, or underpinning shall be provided to 
protect employees, where the stability of adjoining buildings, walls, or other 
structures is endangered by excavation operations. 
Prohibit excavation below the level of the base or footing of any foundation or 
retaining wall that could be reasonably expected to pose a hazard to employees except 
when the RPE has determined one or more of the following apply: 

• An RPE-approved support system, such as underpinning, is provided to ensure 
the safety of employees and the stability of the structure 

• The excavation is in stable rock 

• The structure is sufficiently removed from the excavation so as to be unaffected 
by the excavation activity 

• Such excavation work will not pose a hazard to employees 
Sidewalks and pavements shall not be undermined unless a support system or 
equivalent method is provided to protect employees from possible collapse. 
All identified surface encumbrances that could create a hazard shall be removed or 
supported as necessary to safeguard employees. 
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 Protection of Employees From Loose Rock or Soil 
Protect employees from loose rock or soil that could pose a hazard by falling or 
rolling from an excavation face. Such protection shall consist of scaling to remove 
loose material; installation of protective barricades at intervals as necessary on the 
face to stop and contain falling material; or other means that provide equivalent 
protection. 
Protect employees from excavated or other materials or equipment that could pose a 
hazard by falling or rolling into excavations. Protection shall be provided by placing 
and keeping such materials or equipment at least 2 feet from the edge of excavations, 
or by the use of retaining devices that are sufficient to prevent materials or equipment 
from falling or rolling into excavations, or by a combination of both if necessary. 
Protect employees from exposure to falling loads or spillage by prohibiting them 
(excluding the equipment operator) from being near or underneath loads handled by 
lifting or digging equipment. 

 Inspections 
Assign a Competent Person to perform daily inspections of excavations, the adjacent 
areas, and protective systems to determine if there is evidence of a situation that could 
result in possible cave-ins, indications of failure of protective systems, hazardous 
atmospheres, or other hazardous conditions prior to personnel entering the 
excavation.   
An inspection shall be conducted and documented in the field on the day of the 
inspection by the Competent Person prior to the start of work and as needed 
throughout the shift. Inspections shall also be made after every rainstorm or other 
hazard-increasing occurrence. These inspections are only required when employee 
exposure can be reasonably anticipated. The Daily Excavation Inspection Checklist 
(A-6001-937) shall be used to document the daily inspections. 

 Fall Protection 
Fall protection shall be provided as required by DOE-0346, Hanford Site Fall 
Protection Program. 

 Mobile Equipment and Vehicles 
A warning system (e.g., barricades, hand or mechanical signals, or stop logs) shall be 
used for mobile equipment when operating adjacent to and/or approaching the edge of 
an excavation when the operator does not have a clear and direct view. 
Protect employees from exposure to vehicular traffic. Employees shall wear 
contractor-provided high-visibility safety apparel. 
Operators may remain in the cabs of vehicles being loaded or unloaded when the 
vehicles are equipped to provide adequate protection for the operator during loading 
and unloading operations. 
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 PROTECTIVE SYSTEM REQUIREMENTS 
A protective system shall be used to protect employees from cave-ins unless an RPE 
determines that the excavation will be made entirely in stable rock, or the excavation 
Competent Person ensures the excavation will be less than 5 feet deep with no possibility 
of cave-ins. 
All protective systems shall have the capacity to resist without failure from intended or 
reasonably expected loads to be applied or transmitted to the system. 
Material and equipment used as protective systems shall be free of damage or defects and 
be used in a manner consistent with manufacturer recommendations. Damaged protective 
systems shall be evaluated for suitability by a Competent Person for continued use. 
Protective systems not deemed suitable for continued use by the Competent Person shall be 
removed from service until evaluated by an RPE. 
Some examples of visible damage include but are not limited to: 

• Significant deflection of sidewalls. 

• Stress cracks or deformation of spreader receivers. 

• Dented or buckled spreaders. 

• Incorrect, defective, or missing spreader pins and keepers. 

• Missing stacking pins. 

• Cracked or otherwise compromised shoring timbers. 

• Hydraulic fluid leakage at cylinders, hose body, or fittings. 

• Damaged sheathing used for shielding. 
Determine and direct the installation of protective system methods (benching, sloping, 
shoring, and shielding) where the excavation depth is planned to exceed 5 feet or if the 
potential for cave-in otherwise exists at lesser depths. 
The RPE shall approve all protective systems when the excavation depth exceeds 20 feet. 
All excavations 20 feet or less in depth which have vertically sided lower portions shall be 
shielded or supported to a height at least 18 inches above the top of the vertical side. All 
such excavations shall have a maximum allowable slope of 1½:1. An example from 
29 CFR 1926, Subpart P, Appendix B, Sloping and Benching, for Type C soil, is shown in 
Figure 1: 
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FIGURE 1. SUPPORT OR SHIELD SYSTEM EXAMPLE 

Use protective shoring and shielding systems in accordance with manufacturers’ 
instructions, engineered designs, tabulated data or in accordance with 29 CFR 1926.652, 
Requirements for Protective Systems, and 29 CFR 1926, Subpart P, Appendices A, B, D, 
and E. 

 Design of Sloping and Benching Systems 
Employees shall not be permitted to work on the face of sloped or benched 
excavations above other employees except when employees at lower levels are 
protected from falling, rolling, or sliding material or equipment hazards. All soil on 
the Hanford Site shall be considered Type C soil, unless reclassified by an RPE with 
concurrence of the prime contractor. 
The design of sloping and benching systems shall be implemented using one of the 
following methods: 
1. The Competent Person shall ensure Type C soil is not sloped steeper than 1 ½ 

horizontal to 1 vertical (34 degrees measured from the horizontal). Type C soil 
shall not be benched. The Competent Person shall evaluate and determine the 
degree from which the actual slope must be reduced below the maximum 
allowable slope when surcharge loads from stored material or equipment, 
operating equipment, or vehicle traffic is present. 

2. The RPE shall use 29 CFR 1926 Subpart P, Appendices A and B, to determine 
the soil type and corresponding sloping and benching configuration. 

3. Using tabulated data approved by an RPE, the Competent Person shall establish 
the sloping or benching system from written tables/charts maintained at the 
jobsite while the sloping or benching system is being constructed. The tabulated 
data shall be a part of the work record and include all the following: 

• Parameters that affect the selection of a sloping and benching system. 
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• Limitations on use of the data, to include the configuration that is 
considered safe. 

• Explanatory information to aid the Competent Person in making correct 
selection of a protective system. 

• The identity of the RPE who approved the tabulated data. 
4. An RPE shall design and document a sloping and benching system. A copy 

shall be maintained at the jobsite while the sloping or benching system is being 
constructed. The documents shall be part of the work record and include the 
following: 

• The magnitude of slopes determined to be safe. 

• The configuration determined to be safe. 

• The identity of the RPE who approved the design. 

 Design of Support, Shield, and Other Protective Systems 
The design of support, shield, and other protective systems shall be implemented 
using one of the following methods: 
1. The RPE shall use 29 CFR 1926 Subpart P, Appendices A and C, to design 

timber shoring systems and 29 CFR 1926 Subpart P, Appendix D, to design 
aluminum hydraulic shoring systems. 

2. The Competent Person shall use tabulated data following manufacturer’s 
specifications, recommendations, and limitations. 

• Deviations from manufacturer’s specifications are allowed only with 
written approval from the manufacturer. 

• Manufacturer’s specifications, recommendations, limitations, and 
applicable written deviations shall be maintained in written form at the 
jobsite during construction of the protective systems and then maintained 
as part of the work record. 

3. Using tabulated data approved by the RPE, the Competent Person shall establish 
the protective system from written tables/charts maintained at the jobsite while 
the protective system is being constructed. The tabulated data shall be a part of 
the work record and include all the following: 

• Parameters that affect the selection of the protective system. 

• Limitations on use of the data, to include the configuration that is 
considered safe. 

• Explanatory information to aid the Competent Person in making correct 
selection of a protective system. 

• The identity of the RPE who approved the tabulated data. 
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4. An RPE shall design and document a protective system. A copy shall be 
maintained at the jobsite while the protective system is being constructed. The 
design documentation shall be part of the work record and include the 
following: 

• A plan indicating the specific size, types, and configuration of materials. 

• The identity of the RPE who approved the design. 

 Shield System Specific Requirements 
Employee protection is the primary purpose of shield systems, and they shall meet 
each of the following requirements: 
1. Shield systems shall not be subjected to loads that exceed their design capacity. 
2. Shield systems shall be installed in a manner to restrict sudden lateral loads or 

other hazardous movements. 
3. Employees shall be protected from the hazard of cave-ins when entering or 

exiting a shield system. 

• Employees shall not be allowed within shield systems when they are being 
installed, removed, or moved vertically. Employees may remain within a 
shield when it is being repositioned horizontally and not lifted. 

4. Excavation up to 2 feet below the bottom of a shield system is permitted only if 
the shield system is designed to withstand the entire force generated by the full 
depth of the trench and there is no loss of soil from behind or below the shield 
system. Excavation may commence beyond 2 feet from the bottom of the shield 
system, if the system is designed by an RPE and follows the requirements of 
method four in Section 7.2. 

 Installation and Removal of Protective System Supports 
Components of protective systems shall be installed and removed in a manner to 
protect employees from cave-ins, structural collapses, and being struck by members 
of the support system. The installation and removal of protective system supports 
shall be closely coordinated with the excavation and adhere to the following 
requirements: 
1. Components of support systems shall be securely connected together to prevent 

sliding, falling, kickouts, or other predictable failure. 
2. Components of support systems shall not be subject to loads that exceed their 

design capacity. 
3. Before the temporary removal of components on support systems, additional 

precautions shall be taken to ensure the safety of employees (e.g., installing 
other structural members to carry the load). 
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4. Removal of support components shall begin at, and progress from, the bottom 
of the excavation. They shall be released slowly to note any possible failure of 
the remaining members of the structure or possible cave-in. 

5. Backfilling shall progress together with the removal of protective system 
supports. 

6. Excavation up to 2 feet below the bottom of a protective system is permitted 
only if the protective system is designed to withstand the entire force generated 
by the full depth of the trench and there is no loss of soil from behind or below 
the protective system. 
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 EMERGENCY EXCAVATION 
An emergency excavation is any excavation that requires immediate action to prevent or 
minimize potential harm to personnel, property, or the environment.  All emergency 
excavations shall have an Competent Person assigned to them. 
Excavation permits are not required when the excavation is determined by the Facility and 
Safety Managers to be an emergency and necessary to ensure employee safety, protect the 
environment, site system, services, or structures. 
Emergency excavations must meet the following requirements: 
1. The Environmental Compliance Officer (ECO) shall conduct an evaluation of 

environmental impacts. 
2. Evaluate the need for radiological controls prior to conducting any walkdown, if the 

excavation will take place within radiological posted area or involves a radiological 
hazard. 

3. Directly notify applicable facility owners, utility owners, or off-site utility companies 
of the emergency excavation. 

4. If the emergency excavation will be within 100 yards of a security protected area, 
notify the Hanford Patrol Operations Center (509-373-3800). 

5. Within 24 hours after the start of the emergency excavation, notify the SEPA system 
administrator that an emergency excavation is in progress. 

6. Conduct a ground scan and identify any underground installations within the scanned 
area on a composite sketch and add to the work package. Ground markings shall be 
maintained to ensure visibility during excavation activities. 

7. Known or expected hazards shall be controlled prior to authorizing or releasing the 
emergency excavation work. 

8. Conduct a site walkdown and initiate the company’s hazard analysis process to 
identify specific hazards and appropriate controls.  Clearly define the scope of work, 
the hazards, potential environmental impacts, and hazard controls to the employees 
conducting the emergency excavation. 

9. Conduct the emergency excavation work within identified controls and in accordance 
with safe work practices. 

10. Upon completion of the emergency excavation, update configuration documentation 
with as-found and as-installed information provided by the Competent Person or the 
Field Work Supervisor (FWS). 
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 PERFORM EXCAVATION 

 Pre-Excavation Requirements 
Contact the Washington Utility Notification Center using the Underground Utility 
Locate at 1-800-424-5555 or access their website between two and ten business days 
before the start of excavation activities.  Provide the following excavation location 
coordinate information: 

• Identify the locate service for the Hanford Nuclear Reservation in south-central 
Washington State. 

• Provide survey global positioning system (GPS) coordinates or Township, 
Range, and Section from site map located in Appendix B. 

Include a valid U-Dig Ticket from the Washington Utility Notification Center in the 
work package prior to performing excavation activities. Tickets are only valid for 45 
days unless within the delineated area of the map in Appendix C, where no ticket 
renewal is required. 
Notify affected on-site facilities and personnel a minimum of 24 hours before 
excavation begins. 
Ensure any facility and/or systems is in the proper configuration to support 
excavation safety.  This includes but is not limited to lockout/tagout requirements in 
DOE-0336, Hanford Site Lockout/Tagout Procedure, and Fall Protection 
requirements in DOE-0346, Hanford Site Fall Protection Program. 
Ensure environmental protection boundaries have been established if required. 
Verify that the permit is still valid and has not reached its “Permit Expiration Date.”    
If a permit revision is required initiate the revision using the SEPA-generated permit 
revision process (see Section 10.0, Site Excavation Permit Application (SEPA)). 
Verify that completed ground scan markings are visible.  If markings have diminished 
or are not visible the scanning service shall reapply the ground markings.  All ground 
markings shall remain visible throughout the course of the excavation. 
As part of the work package, the ground scan report shall be made available to the 
excavation work crew for reference.  Use appropriate ground marking color codes 
specified by the American Public Works Association (APWA) Excavator’s Damage 
Prevention Guide (See Table 1).  The use of an alternative color code system is 
permissible only if clearly noted on the scan report. 
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TABLE 1. AMERICAN PUBLIC WORKS ASSOCIATION  
UNIFORM COLOR CODE AND MARKING STANDARDS 

Color Meaning 
Red Electric 

Yellow Gas-Oil 

Orange Telephone-CATV 

Blue Water 

Green Sewer 

Pink Survey 

White Proposed Excavation 

Purple Reclaimed water lines; unknown linear anomalies 
 

 Perform Excavation Work 
When performing excavation work, the following requirements apply: 
1. Conduct a pre-job meeting to ensure that excavation employees, including 

equipment operators, are briefed on all requirements, Excavation Permit special 
instructions/comments, and protective systems that are part of the planned 
excavation. 

2. All controls outlined in the work package shall be performed during excavation 
activities. 

3. During the excavation, if field conditions are not in line with the composite map 
or existing drawings, or waste sites are disturbed unintentionally, stop work and 
notify the facility/system owner for approval to proceed. 

4. Remove exposed employees from the hazardous area where evidence of a 
situation that could result in a possible cave-in, indications of failure of 
protective systems, hazardous atmospheres, or other hazardous conditions are 
present.  

5. Backfilling requirements include the following: 

• Install or replace equipment or installation identification marking or 
identification tape, as required. 

• Coordinate backfilling activities with the removal of protective and 
support systems, while ensuring no physical damage to exposed 
underground installations exist and that they are properly supported during 
the backfilling process. See Section 7.4 for additional requirements. 
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6. Notify the facility/System Owner(s) of any differences between actual field 
conditions and the configuration indicated on drawings, as well as the as-
installed configuration at the completion of the excavation. 

 SITE EXCAVATION PERMIT APPLICATION  
The Hanford Site utilizes an automated electronic excavation permit process called the Site 
Excavation Permit Application (SEPA) to create and process excavation permits.  An 
excavation permit should only be requested once the scope of the project and activity has 
been sufficiently defined.  Changes to the scope of the excavation during the permit 
review/approval cycle will likely result in delays and the need to reobtain approvals. 
HNF-72793, Site Excavation Permit Application (SEPA) Instruction Guide, has been 
developed to assist users of the SEPA system in filling out excavation permits.  The SEPA 
system administrator or designee shall obtain approval from the DOE-0344 committee for 
any changes made to the SEPA system or HNF-72793. 
Initiate permit preparations by creating and processing the excavation permit using the 
SEPA system. 
There could be some reviewers who are not applicable.  The Permit Requester has the 
authority to make review category decisions.  By determining a “not applicable” response 
for a specific review block, the Permit Requester is accepting responsibility for not 
obtaining a review by the designated reviewer. 
Contact the SEPA system administrator if assistance is needed in generating an excavation 
permit within the SEPA system.  The Hanford Site Excavation Program Committe Website 
provides a link to the SEPA system and the instructions for the Permit Requester/Permit 
Reviewer. 
In the event that an excavation permit will overlap with the location of an existing 
excavation permit within its “Permit Expiration Date,” the Responsible Manager from the 
existing permit will be automatically included as a Permit Reviewer to identify any 
potential conflicts and ensure coordination between the two projects. 
Each excavation permit shall have an expiration date, which will be one calendar year from 
the first person completing their review.  Starting at 45 days before a permit expires, 
automated email(s) will be sent to the permit coordinator and responsible manager to 
ensure they have enough time to get a revision of the permit approved.  Most excavation 
permits take 2-3 weeks to receive all approvals. To prevent disruptions to longer term 
projects revisions should be submitted three to four weeks before the “Permit Expiration 
Date.”   
An excavation permit revision is required if any of the following apply: 

• Change(s) to the overall scope/objective for the project 

• Change(s) to the excavation area shown on the map 

• Change(s) to the maximum depth specified for the excavation 

• Continuation of the excavation past the “Permit Expiration Date” 
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 RECORD IDENTIFICATION 
The following records shall be maintained in accordance with prime contractor records 
management processes: 

• Hanford Site Excavation Permit 

• Ground Scan Report 

• Site Form A-6001-937, Daily Excavation Inspection Checklist 

 REFERENCES  
10 CFR 851, “Worker Safety and Health Program,” Title 10, Code of Federal Regulations, 
Part 851, as amended.   
29 CFR 1926, Subpart P, “Excavations,” Title 29, Code of Federal Regulations, Part 1926, 
Subpart P, as amended.   
American Public Works Association, Excavator’s Damage Prevention Guide,.   
American Standard for Testing Materials (ASTM) D120, Standard Specification for 
Rubber Insulating Gloves, ASTM International, West Conshohocken, PA.   
Daily Excavation Inspection Checklist, Site Form A-6001-937 
DOE-0336, Hanford Site Lockout/Tagout Procedure 
DOE-0346, Hanford Site Fall Protection Program   
DOE-0359, Hanford Site Electrical Safety Program   
HNF-72793, Site Excavation Permit Application (SEPA) Instruction Guide 
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APPENDIX A:  DEFINITIONS & ACRONYMS 
 

DEFINITIONS 

Term Definition 

Adjacent Facility A facility, building, or structure that is close to or shares a common 
boundary or edge with each other. 

Benching An engineer-approved method of protecting employees from cave-ins 
by shaping the sides of an excavation to form one or more horizontal 
levels or steps, usually with near-vertical surfaces between levels. 

Composite Sketch A collection of data or drawings that depicts the excavation area 
identified or potential excavation interferences.  This may include 
drawing research, interviews, aerial photographs, and scan data.  The 
composite sketch evolves throughout the excavation permitting 
process, beginning as a sketch showing the location of the excavation, 
and ending as a sketch showing the location with all nearby 
interferences (utilities, wells, waste sites, etc.).   

Ecological/Cultural 
Resources Review 

Reviews conducted to determine potential impacts to 
biological/ecological (e.g., plants, animals) and cultural (e.g. historic 
buildings, archaeological sites, artifacts, and places of cultural and/or 
religious significance for area Tribes) resources from a proposed 
activity.   

Excavation Any man-made cut, cavity, trench, or depression in an earth surface, 
formed by earth removal.  

Existing Grade The natural surface contour of the site, including minor adjustments 
from the construction of berms and other semi-permanent  intended 
earthen structures. 

Potholing Use of non-mechanical techniques, such as hand digging or use of a 
vacuum extractor (guzzler or similar) at a sufficient number of 
locations to verify both horizontally and vertically the position of an 
obstruction.   

Shoring (Shoring System) A structure such as metal hydraulic, mechanical or timber temporary 
supports to stabilize an excavation and is designed to prevent cave-
ins. 

Structural Ramp A ramp built of steel or wood, usually used for vehicle access. Ramps 
made of soil or rock are not considered structural ramps. 

Tabulated Data Tables and charts approved by a registered professional engineer and 
used to design and construct a protective system. 

Trench A narrow excavation made below the surface of the ground.  In 
general, the depth is greater than the width, but the width measured at 
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Term Definition 
the bottom is not greater than 15 feet.  If forms or other structures are 
installed or constructed in an excavation so as to reduce the 
dimension measured from the forms or structure to the side of the 
excavation to 15 feet or less (measured at the bottom of the 
excavation), it is also considered to be a trench.   

Underground Installations Subsurface fixtures and utilities that may reasonably be expected to 
be encountered during excavation work. 

Utilities Essential service installations such as electricity, water, sewer, and 
communications infrastructure. 
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ACRONYMS  

ANSI American National Standards Institute 

APWA American Public Works Association 

ASTM American Society for Testing Materials 

BPA Bonneville Power Administration 

CPR Cardiopulmonary Resuscitation 

ECO Environmental Compliance Officer 

EU Electrical Utilities 

FWS Field Work Supervisor 

GPS Global Positioning System 

HFD Hanford Fire Department 

OSHA Occupational Safety and Health Administration 

PIC Person In Charge 

PPE Personal Protective Equipment 

RPE Registered Professional Engineer 

SEPA Site Excavation Permit Application 

SIP Stewardship Information Portal 

SME Subject Matter Expert 

WIDS Waste Information Data System 
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APPENDIX B:  SITE MAP 
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APPENDIX C:  U-DIG TICKET RENEWAL MAP 

  



DOE-0344, Rev. 5 
Hanford Site Excavation Program 

Published Date: 06-01-2026                        Effective Date: 06-29-2026 

Page 28 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

This page intentionally left blank 
  



DOE-0344, Rev. 5 
Hanford Site Excavation Program 

Published Date: 06-01-2026                        Effective Date: 06-29-2026 

Page 29 

APPENDIX D: COMPETENT PERSON TRAINING AND  
DESIGNATION REQUIREMENTS 

Prime Contractors shall maintain documentation and demonstrate methods used in designation of 
Competent Person(s).  To be a Competent Person the individual shall complete training and be 
designated in accordance with the criteria listed below. 
COMPETENT PERSON TRAINING REQUIREMENTS 
Competent Person for Excavations training shall provide the individual with the knowledge 
and/or skills for the following topics: 

• Occupational Safety and Health Administration (OSHA) regulations pertaining to 
excavation safety 

• Competent Person responsibilities as required by 29 CFR 1926, Subpart P, Excavations 

• Classify soil and rock deposits as Stable Rock, Type A, B, or C using the visual and 
manual methods described in 29 CFR 1926, Subpart P, Appendix A, Soil Classification 

• Design requirements for ramps used for access or egress of personnel 

• Selection and proper operation of water removal equipment for control of or preventing 
water accumulation in excavations 

• Identifying the effects of heavy rains or storm events on excavations 

• Inspecting excavations, areas adjacent to excavations, and protective systems for evidence 
of situations that could result in possible cave-ins, indications of failure of protective 
systems, hazardous atmosphere, or other hazardous conditions 

CRITERIA FOR DESIGNATION OF A COMPETENT PERSON(S) 

• Training which meets the knowledge and skills requirements in the above section 

• Knowledge of the applicable procedures and regulations as it relates to the excavation 

• Experience in recognizing existing and predictable hazards as they relate to the excavation 

• Management authorization and ability to correct unsafe acts and hazardous conditions as 
they relate to the excavation 
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APPENDIX E: USER GUIDE CHECKLIST FOR INSULATING RUBBER GLOVES 
This checklist is intended to help ensure the safety of non-electrical workers who occasionally 
use insulating rubber gloves, when performing hand excavation activities where hidden 
energized electrical circuits may be accidentally contacted.  This checklist should be reviewed, 
completed, and signed by the Personal Protective Equipment (PPE) user and the supervisor or 
Person-In-Charge (PIC) before using insulating rubber gloves.  Those who have little or no 
experience with this equipment should seek assistance from a person who is trained in and 
knowledgeable of the use and care of insulating rubber gloves, e.g., an electrician.   

I. Manufacturer, Marking, and Voltage Ratings 
[     ] AC voltage ratings:   
  500 volts Class 00 17,000 volts Class 2 
  1,000 volts Class 0  26,500 volts Class 3 
  7,500 volts Class 1  36,000 volts Class 4 
[     ] Cuff marked with manufacturer’s name, ANSI/ASTM D 120, type, class, and  
  size.   
[     ] Marked with date of issue by Electrical Utilities (EU) or manufacturer’s test date.  

II. Inspection and Testing 
[     ] Verify PPE is within retest period (no more than 6 months from the date on the  
  gloves).   
[     ] Visually inspect for cracks, holes, tears, rough spots, and other visible defects.   
  Pay special attention to working area of gloves – palm, fingers, and thumb.  Do  
  not use damaged gloves! 
[     ] If contrasting colors (two-colored layers) are seen during examination, gloves are  
  not safe to use. 
[     ] Visually inspect for foreign substances – oil, grease, dirt, etc.  Gloves shall be  
  CLEAN. 
[     ] Demonstrate air leakage test.  Perform this test before use. 
[     ] Periodically examine gloves during work, especially if exposed to damage, metal  
  shavings, etc.   
[     ] Examine leather gauntlets for embedded objects, contamination, tears and holes,  
  etc.    
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III. Use 
[     ] Leather gauntlets shall be used to provide mechanical protection for the rubber  
  gloves.   
[     ] Gauntlets do not provide insulating protection from energized conductors and  
  circuit parts.   
[     ] Do not use leather gauntlets as normal work gloves.   
[     ] Periodically examine rubber gloves and gauntlets during work, especially if  
  exposed to damage, metal shavings, etc.   
[     ] If rubber gloves become damaged, dirty, or contaminated with oil, grease, or other 
  foreign substances, discontinue use and remove from work area until repaired,  
  cleaned, and retested.   

IV. Care and Storage 
[     ] Visually inspect for damage before storing.  Pay special attention to working area  
  of gloves.  Do not store damaged gloves – remove them from storage area until  
  repaired, cleaned, and retested.   
[     ] Do not store if wet, dirty, or in a distorted condition (e.g., inside-out).   
[     ]  If rubber gloves are dirty or contaminated with oil, grease, or another foreign  
  substance, remove them from work area until cleaned and retested.   
[     ] Store in approved container (this should have been provided with the gloves).   
[     ] Do not store other items, such as tools, in the glove container.   
[     ] Keep away from direct sunlight, heat, ozone, and chemicals.   

[     ] Make sure gloves are retested no later than 6 months from issue date stamped on  
  cuff.   
NOTE:  Insulating rubber gloves that become damaged beyond repair shall be controlled 
in a manner to prevent inadvertent use.  Returning damaged gloves to EU for disposal will 
prevent reuse unless the gloves can be repaired and retested.  That will also help EU to 
better track gloves that are due for retesting.  As a minimum, damaged gloves should have 
the thumb cut off, or rendered unusable.   
Treat gloves with respect – your life depends on them!   
Sign-offs:   

 
PPE User:   

 (print) (sign) (date) 
 

Supervisor/PIC:  
 (print) (sign) (date) 

For more information refer to:  29 CFR 1910.137 (OSHA)  
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ATTACHMENT 1:  HANFORD SITE EXCAVATION COMMITTEE 
CHARTER, REV. 1 

 
The Hanford Site Excavation (HSE) Committee is established to serve as the advisory group 
providing consensus direction for the consistent administration and implementation of the HSE, 
herein called the Program. The participating contractors and organizations are responsible for 
appointing representatives to the committee.  
 
The Department of Energy Hanford Field Office (DOE-HFO) and affected Contractors 
acknowledge that a joint committee provides the best approach for implementing a consistent, 
effective, and compliant interpretation of requirements for the Program. The parties agree to 
cooperate in a teambuilding manner to ensure that the full intent of the Program is met and will 
be responsibly carried out by their respective organizations. 
 
1.0  Mission 

The mission of the HSE Committee is to ensure consistent and standard application of the 
Program to promote and maintain a safe work environment. The Committee will achieve this 
consistent approach through sharing best practices, lessons learned, and matters that affect 
multiple contractors to foster continuous improvement. 

 
2.0  Committee Structure/Membership/Qualification 

The Committee shall be comprised of two primary representatives each from the following 
prime contracts to the DOE-HFO: 

• 222-S Laboratory Contract 
• Central Plateau Cleanup Contract (CPCC) 
• Hanford Mission Essential Services Contract (HMESC) 
• Integrated Tank Disposition Contract (ITDC) 

 
One representative shall be the contractor's Technical Representative for the HSE Program as 
determined by their contractor; the second representative shall be a Hanford Atomic Metal 
Trades Council (HAMTC) representative (as appointed by the HAMTC President or 
delegate). 
 
In addition, one representative each from the following organizations shall be appointed to 
serve on the Committee: 

• Central Washington Building and Construction Trades Council (CWB&CTC) (as 
approved by the Union President or delegate) 

• HAMTC 
• Hanford Site Excavation Coordinator 

 
These representatives comprise the voting membership. An alternate member shall be 
identified to serve during any absence of a primary representative. The alternate shall have 
the same authority as the primary representative.   
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Representatives from Volpentest HAMMER Training and Education Center, Training 
Department (HAMMER) shall attend meetings as non-voting member to address matters 
pertaining to their area of responsibility.  An alternate member shall be identified to serve 
during any absence of a primary representative.  
 
A Committee member's length of duty may be indeterminate, but rotation of representative 
assignments is encouraged by all parties. 

 
A chair and co-chair shall be elected by a simple majority of the voting membership of the 
Committee every two years. The chair and co-chair may be reelected to their respective 
positions.  
 
Meetings shall be open to others to observe and to give their organizations' impact, 
perspectives, and technical advice for consideration of the voting body, however, 
participation in consensus decisions resides solely with the Committee members described 
herein. The Committee has the authority to develop sub-committees and invite ad hoc 
participants as needed. 
 
Representatives of DOE-HFO shall be invited to participate at each meeting as non-voting 
attendees. 
 
The HMESC shall provide a recording secretary for the Committee. The recording secretary 
is a non-voting position that provides administrative support to the chairperson. A facilitator 
shall be provided by the HMESC as requested by the Committee. 

 
3.0  Functions of the HSE Committee 

The functions of the Committee shall be: 
• Assist the HMESC with the maintenance of the written Program 
• Communicate and submit Program changes to DOE-HFO through the HMESC 
• Maintain the Committee charter and review annually 
• Review and verify that training is consistent and appropriately covers the content of 

the Program 
• Evaluate trends in performance and recommend actions for improvement 
• Review excavation, trenching, and shoring related events, issues, and lessons learned 

as appropriate 
• Ensure distribution of lessons learned as necessary 
• Maintain communication with the Contractor Excavation/Safety Committees and 

collaborate to resolve worker level issues, concerns, or events in a way that maintains 
site-wide consistency 
o Since the core function of a Site-wide Safety Program is “worker protection,’ it 

is imperative to have a structure that fosters and encourages input and feedback 
from the working level. Affected contractors will convene a working level 
committee (also referred to as a lower tier committee) to discuss issues, 
concerns, or events that occur in the area of excavation, trenching, and shoring 
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within their organizations.  These working level committees shall include equal 
representation of bargaining unit (as appointed by the bargaining unit president 
or delegate) and non-bargaining unit employees and ensure good 
communication up through each group’s representative(s) on the HSE 
Committee.  

• Evaluate and recommend resolution for issues/disputes pertaining to the Program 
• Issues shall not include any actions regarding applicable Collective Bargaining 

Agreements 
• Recommend topics/information for communication to the workforce 
• Provide Program status to the Senior Management Team (SMT) and DOE-HFO 

management when requested 
 

4.0  Roles and Responsibilities 
4.1. Chair Roles and Responsibilities 

• Schedule meetings 
• Facilitate meetings in an orderly fashion 
• Limit disruptions 
• Ensure meeting agendas are prepared 
• Ensure meeting minutes are taken and comments are documented 
• Function as a point of contact and spokesperson for the Committee 
• Interface with other site-wide safety Program committees as necessary 
• Ensure action item list is maintained and  members complete their assignments in 

a timely manner 
• Coordinate assignments of sub-committee(s) 
 

4.2.Co-Chair Roles and Responsibilities 
• Act as the Chair when the Chair is absent 
• Perform roles and responsibilities as delegated by the Chair 
 

4.3. Member Roles and Responsibilities 
• Provide the chairperson with the identity of an alternate Committee member who 

is designated as the organizational representative 
• Attend and participate in meetings when scheduled or notify their alternate when 

unable to attend 
o Alternates are responsible to attend and participate in meetings when the 

primary cannot attend  
o If the primary and alternate are both unable to attend, the Chair shall be 

notified 
• Foster communication between the Committee and affected organizations relative 

to issue identification, interpretations, and consensus resolution  
• Work in good faith toward consensus on issues without compromising safety or 

Program compliance 
• Maintain a safety and requirements focus when addressing issues; avoid facility, 

craft, job function, or contractor biases when participating in discussions or voting 
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• Maintain current knowledge of the requirements of the Program  
• Participate in issue discussions representing respective organization  
• Bring up issues or speak in discussions only after being recognized by the 

chairperson  
• Listen respectfully and refrain from interrupting others 
• Refrain from disruptive side conversations 

 
5.0  Meetings 

• Meet regularly as necessary, but no less than quarterly, via scheduled meetings  
• Hold special meetings to address urgent or emerging issues 
• Record and retain meeting minutes and action items, and distribute to the membership, 

alternates, and DOE-HFO 
• Document and maintain record copies of voting decisions 

 
6.0   Meeting Agenda 

• The chairperson shall ensure an agenda is prepared for each meeting, using input from 
the membership, and forward a copy to all members, alternates, and DOE in advance of 
the meeting time and date  

• Action items shall be assigned and tracked 
 
7.0  Quorum and Voting 

The Committee shall be considered to have a quorum when all Committee members who are 
eligible to vote (or their designated alternates) are present. One or more dissenting votes from 
the voting membership will be cause for an issue to elevate into a secondary phase of 
discussion and comment. 

 
8.0  Secondary Phase of Discussion and Issue Resolution 

Matters not agreed upon by the Committee through the initial voting process shall be 
elevated to the secondary phase of discussion. This phase may include up to two additional 
meetings.  Further discussion/investigation beyond the two additional meetings may be 
conducted if there is unanimous agreement by the Committee.  
 
If consensus cannot be reached by the Committee, the issue may be elevated to the SMT 
and/or DOE-HFO.  The SMT shall provide a status of their resolution process to the 
Committee at scheduled meetings.  
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